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1	Impacts 
	Affects:
	UICC apps
	ME
	AN
	CN
	Others (specify)

	Yes
	
	
	X
	X
	

	No
	X
	X
	
	
	X

	Don't know
	
	
	
	
	



2	Classification of the Work Item and linked work items
2.1	Primary classification
This work item is a …
{Tick one or more box(es). The full structure of all existing Work Items is shown in the 3GPP Work Plan in https://ftp.3gpp.org/Information/WORK_PLAN} 
	
	Study 

	
	Normative – Stage 1

	X
	Normative – Stage 2

	
	Normative – Stage 3

	
	Normative – Other*


* Other = e.g. testing


2.2	Parent Work Item
For a brand-new topic, use “N/A” in the table below. Otherwise indicate the parent Work Item.
	Parent Work / Study Items 

	Acronym
	Working Group
	Unique ID
	Title (as in 3GPP Work Plan)

	MeasureData
	SA1
	980108
	Measurement Data Collection



2.3	Other related Work Items and dependencies
{List here other Work Items which relate to the proposed one, such as a Work Item in an earlier Release if further enhancing the feature from the previous Release)}
	Other related Work /Study Items (if any)

	Unique ID
	Title
	Nature of relationship

	N/A
	
	


3 Justification
[bookmark: _Hlk78619731][bookmark: OLE_LINK14]In some NPN network, the application needs very stringent latency requirement and therefore it needs very accurate latency report from 5GC. For example in 5G based motion control as described in the TS22.104, or and 5G based high-speed current differential protection in power distribution automation as described in TR22.867. The current QoS monitoring result is average results of several packets, which will lead to inaccurate evaluation. 
In order to resolve the above issue, TS 22.261 has specified the following requirements:
Based on operator request, for direct network connection scenarios in non-public networks, the 5G system shall be able to activate/deactivate efficient QoS monitoring with a finer granularity (e.g. per data packet) in a specific QoS flow (e.g. supporting URLLC services) to report on data packets not meeting the required QoS level.
In the existing per Qos Flow Qos monitoring mechanism, the RAN reports the RAN part delay according to the QoS Monitoring Reporting Frequency IE provided by SMF. The value of this IE is set from 1 second to 1800 seconds. The current report frequency of RAN part delay may not meet the SA1 requirement (e.g. per data packet) 
This work item proposes to introduce per Qos monitoring packet reporting. When the RAN receives the DL Qos monitoring packet with time stamp, it reports immediately the current available RAN part delay to UPF at next UL packet or dummy UL packet.

4	Objective
The objective of this WID is to study the enhancement of QoS monitoring:
· Enhance QoS monitoring mechanism to activate/deactivate per packet Qos monitoring reporting.

This work will require 0.5 TU to discuss and agree the corresponding CR.
5	Expected Output and Time scale
	New specifications {One line per specification. Create/delete lines as needed}

	Type 
	TS/TR number
	Title
	For info 
at TSG# 
	For approval at TSG#
	Remarks


{Note 1: Only TSs may contain normative provisions. Study Items shall create or impact only TRs.
"Internal TR" is intended for 3GPP internal use only whereas "External TR" may be transposed by OPs.}
{Note 2: The first listed Rapporteur is the specification primary Rapporteur. Secondary Rapporteur(s) are possible for particular aspect(s) of the TS/TR. In this case, their responsibility has to be provided as "Remarks".}

	Impacted existing TS/TR {One line per specification. Create/delete lines as needed}

	TS/TR No.
	Description of change 
	Target completion plenary#
	Remarks

	TS 23.501
	Per packet Qos report is introduced.
	[bookmark: OLE_LINK2]SA#104
(June 2024)
	

	TS 23.503
	A new indicator is introduced in PCC rule information to support per packet Qos Monitoring report.
	SA#104
(June 2024)
	

	
	
	
	


6	Work item Rapporteur(s)
ZTE

7	Work item leadership
SA2

8	Aspects that involve other WGs
[bookmark: _Hlk71011168]RAN impacts covered by RAN WGs (e.g. RAN2, RAN3).

9	Supporting Individual Members 

	Supporting IM name

	ZTE

	China Mobile?

	Tencent

	Tencent Cloud

	CATT?

	Orange

	EDF

	China Telecom?

	vivo?

	SK Telecom?

	





