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Abstract: Proposes to update the Architectural Requirements for the FS_XRM_Ph2 based on the Architectural Requirements for the FS_XRM.
1. Introduction
Release-19 will include the non-3GPP access enhancement for XRM services, and the non-3GPP access enhancement for the XRM services shall support XRM service continuity between non-3GPP access and 3GPP access. The PDU Set QoS parameters and PDU Set information for 3GPP access are used for non-3GPP access, no additional PDU Set QoS parameters and PDU Set information is defined for non-3GPP access. PSA UPF functions for ECN marking for L4S and PDU Set Information marking in the DL user plane are the same for the non-3GPP access and 3GPP access.
2. Text Proposal
It is proposed to capture the following changes to the TR 23.700-70 for the FS_XRM_Ph2.
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The following architectural requirements are applicable to this study:
-	Solutions shall build on the 5G System architectural principles as in TS 23.501 [2].
-	If the UE and 5GS support service continuity between the 3GPP access and non-3GPP access, enhancements for non-3GPP access shall support such service continuity for the XRM services.
-	No dedicated PDU Set QoS parameter and PDU Set information is introduced for the non-3GPP access.
-	No dedicated function of PSA UPF is introduced to provide downlink PDU Set Information for the non-3GPP access.
-	No dedicated function of PSA UPF is introduced to support ECN marking for L4S for the non-3GPP access.
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