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[bookmark: _Toc462478989][bookmark: OLE_LINK20]Abstract of the contribution: This paper proposes a new solution for FS_MASSS KI#1.1.
1	Discussion
[bookmark: OLE_LINK95]This paper proposes a new solution for KI#1.1: Subscription aspects to support DualSteer.
2	Proposal
It is proposed to include the following changes in TR 23.700-54 V0.2.0.
[bookmark: _Toc93073650]		* * * * Start of Changes * * * *
[bookmark: _Toc157657228]6.1	Solutions for DualSteer
[bookmark: _Toc157657229][bookmark: _Toc500949099][bookmark: _Toc22214909][bookmark: _Toc94258956]6.1.X	Solution #X: The UE subscription data for DualSteer in the UDM <Solution Title>
[bookmark: OLE_LINK26]6.1.X.1	Description
[bookmark: _Toc500949101]Editor's note:	This clause will describe the solution principles and architecture assumptions for corresponding key issue(s). (Sub) clause(s) may be added to capture details.
[bookmark: _Toc22214910][bookmark: _Toc94258957]
This solution addresses the Key Issue #1.1: Subscription aspects to support DualSteer.
[bookmark: OLE_LINK86]This solution shows how the UDM identifies and associates the two subscriptions/SUPIs for the DualSteer Device in the UE subscription data.
This solution is based on the following assumptions:
[bookmark: OLE_LINK61]-	The DualSteer Device has two UEs which identified by SUPI1 and SUPI2 separately.
The following table 6.1.x.1-1shows the example of new added “DualSteer Subscription data” in the UDM for the DualSteer Device.
Table 6.1.x.1-1 Example of DualSteer Subscription data
	[bookmark: OLE_LINK80][bookmark: OLE_LINK81][bookmark: OLE_LINK85]DualSteer Subscription data
	UE ID
	DualSteer device indicator
	Associated SUPI/IMSI
	Primary /Leading Device
	DualSteer Device for Emergency service indicator
	Access type/RAT Allowed

	
	SUPI 1
	True
	SUPI 2
	Yes
	Yes
	

	
	SUPI 2
	True
	SUPI 1
	No
	No
	



The above parameters in the table 6.1.x.1-1are described as follows:
-	UE ID: Identifier for the UE which can be identified by SUPI/IMSI, GPSI/MSISDN, etc. 
-	DualSteer device indicator: Indicate whether the UE belongs to a DualSteer device. 
-	Associated SUPI/IMSI: Indicate the associated UE identifier belonging to the same DualSteer device, which can be identified by SUPI/IMSI.
-	Primary/Leading Device: Optionally, only if when the DualSteer device indicator is true. Indicate whether the UE is the primary/leading device, that is, the preferred device within the HPLMN.
-	DualSteer Device for Emergency service indicator: Optionally, only if when the DualSteer device indicator is true. Indicate whether the UE belonging to the DualSteer device applies for emergency service.
-	Access Type/RAT Allowed: Indicate which Access Type/RAT can be accessed by DualSteer Device.
NOTE:	The DualSteer Subscription data can be a single Subscription data type in the UDM or a part of Access and Mobility Subscription data and/or Session Management Subscription data.
After provision the DualSteer Subscription data in the UE subscription data, the UDM in the 5GS can identify and associate the two subscriptions/SUPIs for the DualSteer Device if it has two single UEs.
6.1.X.2	Procedures
Editor's note:	This clause describes high-level procedures and information flows for the solution.
[bookmark: _Toc326248711][bookmark: _Toc94258958][bookmark: _Toc510604409][bookmark: _Toc22214911][bookmark: _GoBack]The procedure of AMF/SMF retrieving the UE subscription data from the UDM as defined in clause 4.2.2.2 and clause of 4.3.2.2 of TS 23.502[4] can be reused.
6.1.X.3	Impacts on services, entities and interfaces 
Editor's note:	This clause captures impacts on existing 3GPP services, entities and interfaces.
The solution impacts the following network functions:
UDM/UDR:
[bookmark: OLE_LINK97]-	Provision DualSteer Subscription data to identify and associate the two subscriptions/SUPIs for DualSteer Device.
UE:
-	The USIM profile should also be configured to align with the DualSteer Subscription data in the UDM/UDR.
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