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Abstract of the contribution: The contribution proposes a solution to Key Issue #1: Selection of UPF providing a selected user plane functionality in TR 23.700-63.


1. Introduction
This contribution proposes a solution to Key Issue #1: Selection of UPF providing a selected user plane functionality. It focuses on extensions or enhancements on UPF advertising capabilities and selection of UPF supporting specific user plane functionalities.
-	Whether there is a need and how to extend the existing UPF advertising capabilities.
-	Whether and how the input parameter(s) for UPF selection by SMF should be enhanced to support selection of UPF supporting specific user plane functionalities, e.g. NAT, Packet Inspection, etc.


2. Proposal
It is proposed to agree the following solution to 3GPP TR 23.700-63.


* * * Start of 1st change * * * *

[bookmark: _Toc26431228][bookmark: _Toc30694626][bookmark: _Toc43906648][bookmark: _Toc43906764][bookmark: _Toc44311890][bookmark: _Toc50536532][bookmark: _Toc54930304][bookmark: _Toc54968109][bookmark: _Toc57236431][bookmark: _Toc57236594][bookmark: _Toc57530235][bookmark: _Toc57532436][bookmark: _Toc153792591][bookmark: _Toc153792676][bookmark: _Toc157752217]6	Solutions
[bookmark: _Toc22192650][bookmark: _Toc23402388][bookmark: _Toc23402418][bookmark: _Toc26386423][bookmark: _Toc26431229][bookmark: _Toc30694627][bookmark: _Toc43906649][bookmark: _Toc43906765][bookmark: _Toc44311891][bookmark: _Toc50536533][bookmark: _Toc54930305][bookmark: _Toc54968110][bookmark: _Toc57236432][bookmark: _Toc57236595][bookmark: _Toc57530236][bookmark: _Toc57532437][bookmark: _Toc153792592][bookmark: _Toc153792677][bookmark: _Toc157752218][bookmark: _Toc16839382]6.0	Mapping of Solutions to Key Issues
Table 6.0-1: Mapping of Solutions to Key Issues
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* * * End of 1st change * * * *

* * * Start of 2nd change * * * *
[bookmark: _Toc117509218]
[bookmark: _Toc93674514]6.X	Solution #X: UPF selection based on the status of the supported functionalities<Solution Title>
[bookmark: _Toc500949098][bookmark: _Toc92875661][bookmark: _Toc93070685]6.X.1	Key Issue mapping
Editor's Note:	This clause lists the key issue(s) addressed by this solution.
The solution applies to Key Issue #1: Selection of UPF providing a selected user plane functionality.

[bookmark: _Toc500949099][bookmark: _Toc92875662][bookmark: _Toc93070686]6.X.2	Description
[bookmark: _Toc500949101]Editor's Note: This clause will describe the solution principles and architecture assumptions for corresponding key issue(s). Sub-clause(s) may be added to capture details. 
As described in the Key Issue #1, UPF advertises the features it supports in the NF profile of UPF registered in NRF. A UPF implementation may support more optional functionalities like NAT, Packet Inspection, etc. An SMF leverages the exposed UPF information for UPF selection.
In the context of TS23.501[2], the exposed features are introduced as following parameter(s) and information that may be considered in the UPF selection by the SMF.
-	Capability of the UPF and the functionality required for the particular UE session: An appropriate UPF can be selected by matching the functionality and features required for an UE.
Note: 
-	The capability or functionality to be provided may be further described as a part of UPF Provisioning Information in the NRF.

In UPF implementations, individual functionality can be enabled/ disabled after the provisioning. In such a case, the individual functionality may be seen as to be provided from the NF profile perspectibe because it has been provisioned. But it may not be available. 
The objective of the UPF selection in the SMF is to discover available UPF instance(s). NFDiscovery can be used to clarify if individual functionalities are supported or non-supported. 
This solution further clarifies if the individual functionalities are available or unavailable out of the discovered UPF(s) so that SMF can acculately select available UPF(s) 

Assumptions:
· As described in TS23.501 [2], OAM configures NF Profile for the UPF. 

[bookmark: _Toc92875663][bookmark: _Toc93070687]6.X.3	Procedures
Editor's Note: This clause describes high-level procedures and information flows for the solution.
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Figure 6.X.3-1 Procedure to notify status of functionalities in UPF


1. UPF invokes Nnrf_NFManagement_NFRegister service to request NRF to register the configured NF Profile for the UPF.

2. In PDU session establishment, for example, SMF invokes Nnrf_NFDiscovery service to request NRF to discover UPF(s) that supports event exposure service to notify status of running functionalities (e.g. active, inactive of NAT, Packet Inspection etc).


3. NRF responds SMF to give NF Profile for the UPF that matches the request.

4. SMF has:

- a list of UPF(s) that supports targeted functionalities


5. UPF informs status of the individual functionalities in the discovered UPF(s)

6. NRF informs status of the individual functionalities in the discovered UPF(s)



Editor’s note1: Which operation  is used and impacts are for futher study. 
· Leveraging Nnrf_NFManagement service operations
· N4 Node Level Procedures
· 
Editor’s note2:  Impacts to the existing PDU session needs to be studied.


7. 

8. 


9. 

10. SMF executes UPF selection based on the status of the supported functionalities in the UPF. For example, UPF in which the status of NAT is active is selected if UPF with NAT is requested.


Editor’s Note:  how UPF know which SMF is to be notified and how to notify it as no SMF endpoint information. 
Editor’s Note:   It is FFS for SMF what is the difference of the one functionalities in the UPF is disable comparing to the one functionalities is not included in the UPF NF profile.

[bookmark: _Toc326248711][bookmark: _Toc510604409][bookmark: _Toc92875664][bookmark: _Toc93070688]6.X.4	Impacts on services, entities and interfaces
Editor's Note: This clause captures impacts on existing and/or new 3GPP nodes and functional elements.

SMF: 
· UPF selection based on the status of the supported functionalities

UPF: 
- Notification about status of supported functionalities
NRF:
	- Notificationy about status of supportedrunning functionalities
* * * End of 2nd change * * * *
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