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[bookmark: _Hlk109550030]1	Overall description
[bookmark: _Hlk109550148]As per TS 23.288, clause 6.3.1:
The NWDAF services as defined in the clause 7.2 and clause 7.3 are used to expose slice load level analytics from the NWDAF to the consumer NF (e.g. PCF, NSSF or AMF).
Clause 6.4.2:
NWDAF subscribes to the performance data from AF in the Table 6.4.2-1a either directly for trusted AFs by invoking Naf_EventExposure_Subscribe service (Event ID = Performance Data, Event Filter information = Area of Interest, Application ID) as defined in TS 23.502 [3], or indirectly for untrusted AFs via NEF by invoking Nnef_EventExposure_Subscribe service (Event ID = Performance Data, Event Filter information = Area of Interest, Application ID) where NEF translates the Area of Interest into geographic zone identifier(s).
As per TS 23.435, clause 9.5.2.2:
-	To obtain the Network Slice load predictions from NWDAF, the NSCE server subscribes to the NWDAF prediction by invoking Nnef_AnalyticsExposure_Subscribe or Nnef_AnalyticsExposure_Fetch  as defined in TS 23.288[4] clauses 6.1.1.2, and 6.1.1.2.
clause 9.5.3.2:
Table 9.5.3.2-4: Policy of Network slice load prediction
	Information element
	Status
	Description

	Policy
	O
	Network slice load prediction 

	>Area of interest
	M
	The geographical or service area for which the policy profile applies.



Question 1: Which of the network internal information provided in the Network Slice load information/analytics prediction can be exposed to an external AF or the NSCE Server? (For example, Area of Interest in terms of internal identities (e.g. TAI, Cell ID) sent to the NSCE server)
2	Actions
To SA2
ACTION: 	CT3 kindly asks SA2 and SA6 to answer the above questions and update the SA2 and SA6 specifications respectively, if necessary.
3	Dates of next TSG CT WG 3 meetings
CT3 Meeting calendar can be found at:
https://www.3gpp.org/dynareport?code=Meetings-C3.htm

