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For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AF	Application Function
AID	Application Identifier
AS layer	Access Stratum layer
ITS	Intelligent Transport Systems
ITS-AID	ITS Application Identifier
MBS	Multicast/Broadcast Service
NID	Network identifier
PFI	PC5 QoS Flow Identifier
PQI	PC5 5QI
PSID	Provider Service Identifier
RSU	Road Side Unit
SNPN	Stand-alone Non-Public Network
V2I	Vehicle-to-Infrastructure
V2N	Vehicle-to-Network
V2P	Vehicle-to-Pedestrian
V2V	Vehicle-to-Vehicle
V2X	Vehicle-to-Everything

>>>> NEXT CHANGE <<<<
5.10.2	MBS session announcement for V2X communication
As the V2X Application Server is out of scope of 3GPP, the exact information to be included in the MBS session announcement for V2X communication cannot be controlled. However, the V2X Application Server should make sure that at least the information listed in table 5.10.2-1 is included in the MBS session announcement it provides.
The V2X message formats are handled by upper layer via Session Description Protocol (SDP).
Table 5.10.2-1: Information for MBS session announcement for V2X communication
	Information element
	Description

	TMGI (NOTE 4)
	TMGI information

	MBS Service Type
	Indicates whether the MBS Session for the service is multicast or broadcast.

	MBS service area information (NOTE 1)
	Identifies the service area for the MBS session.

	Frequency and/or MBS Frequency Selection Area (FSA) ID(s)
(NOTE 3)
	Identification of frequency if multi carrier support is provided

	SDP information (NOTE 2)
	SDP with IP multicast address and port number used for V2X communication via MBS.
Depending on the V2X application, the V2X message can be carried directly on top of UDP, without any streaming protocols.

	NOTE 1:	MBS service area information is optional for multicast services.
NOTE 2:	Typical V2X application does not require Codec information in the SDP information.
NOTE 3:	The Frequency and/or FSA ID(s) are optional and only apply to broadcast MBS sessions.
NOTE 4:   In addition to TMGI, NID is used in case of SNPN, as specified in TS 23.247 [28]. 



>>>> NEXT CHANGE <<<<
[bookmark: _Toc153793001]5.10.3	MBS session announcement for V2X Application Server Discovery
The MBS session announcement for V2X Application Server Discovery is used to configure the UE for receiving local V2X Application Server information when it is provided over broadcast MBS session, as specified in clause 6.4.2.
The local Service Information contained in the broadcast is as described in clause 6.4.2, and should include similar information defined in clause 5.1.3.1.
NOTE:	Stage 3 defines the format of the local Service information.
Table 5.10.3-1: Information for MBS session announcement for V2X Application Server Discovery
	Information element
	Description

	TMGI (NOTE 1)
	TMGI information

	MBS Service Type
	Indicates that the MBS Session for the service is broadcast.

	MBS service area information
	Identifies the service area for the MBS session.

	Frequency and/or MBS Frequency Selection Area (FSA) ID(s)
	Identification of frequency if multi carrier support is provided

	SDP information
	SDP with IP multicast address and port number used for V2X Application Server discovery via MBS.
The content of the message carries the local Service Information and should include following information:
-	Mapping of the V2X service types to V2X Application Server address information (consisting of IP address/FQDN and transport layer port#) for unicast, and MBS session announcement for V2X communication via MBS.


	NOTE 1:   In addition to TMGI, NID is used in case of SNPN, as specified in TS 23.247 [28]. 



>>>>END OF CHANGES<<<<
3GPP
