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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc153794319]4.2	Non-roaming architecture
[bookmark: _CR4_2_0][bookmark: _Toc153794320]4.2.0	General
As depicted in Figure 4.2.0-1, the 5G System architecture allows NWDAF to collect data from any 5GC NF. The NWDAF belongs to the same PLMN as the 5GC NF that provides the data.


[bookmark: _CRFigure4_2_01]Figure 4.2.0-1: Data Collection architecture from any 5GC NF
The Nnf interface is defined for the NWDAF to request subscription to data delivery for a particular context, to cancel subscription to data delivery and to request a specific report of data for a particular context.
The 5G System architecture allows NWDAF to retrieve the management data from OAM by invoking OAM services.
The 5G System architecture allows NWDAF to collect data from any 5GC NF or OAM using a DCCF with associated Ndccf services as specified in clause 8.2.
The 5G System architecture allows NWDAF and DCCF to collect data from an NWDAF with associated Nnwdaf_DataManagement services as specified in clause 7.4. The 5G system architecture allows MFAF to fetch data from an NWDAF with associated Nnwdaf_DataManagement service as specified in clause 7.4.


[bookmark: _CRFigure4_2_01a]Figure 4.2.0-1a: Data Collection architecture using Data Collection Coordination
As depicted in Figure 4.2.0-1a, the Ndccf interface is defined for the NWDAF to support subscription request(s) for data delivery from a DCCF, to cancel subscription to data delivery and to request a specific report of data. If the data is not already being collected, the DCCF requests the data from the Data Source using Nnf services. The DCCF may collect the data and deliver it to the NWDAF or the DCCF may rely on a messaging framework to collect data from the NF and deliver it to the NWDAF.
As depicted in Figure 4.2.0-2, the 5G System architecture allows any 5GC NF to request network analytics information from NWDAF containing Analytics logical function (AnLF). The NWDAF belongs to the same PLMN as the 5GC NF that consumes the analytics information.


[bookmark: _CRFigure4_2_02]Figure 4.2.0-2: Network Data Analytics Exposure architecture
The Nnwdaf interface is defined for 5GC NFs, to request subscription to network analytics delivery for a particular context, to cancel subscription to network analytics delivery and to request a specific report of network analytics for a particular context.
NOTE 1:	The 5G System architecture also allows other consumers such as OAM and CEF (Charging Enablement Function) to request network analytics information from NWDAF.
The 5G System architecture allows any NF to obtain Analytics from an NWDAF using a DCCF function with associated Ndccf services, as specified in clause 8.2.
The 5G System architecture allows NWDAF and DCCF to request historical analytics from an NWDAF with associated Nnwdaf_AnalyticsSubscriptionNnwdaf_DataManagement services as specified in clause 7.24. The 5G system architecture allows MFAF to fetch historical analytics from an NWDAF with associated Nnwdaf_AnalyticsSubscriptionNnwdaf_DataManagement service as specified in clause 7.24.


[bookmark: _CRFigure4_2_02a]Figure 4.2.0-2a: Network Data Analytics Exposure architecture using Data Collection Coordination
As depicted in Figure 4.2.0-2a, the Ndccf interface is defined for any NF to support subscription request(s) to network analytics, to cancel subscription for network analytics and to request a specific report of network analytics. If the analytics is not already being collected, the DCCF requests the analytics from the NWDAF using Nnwdaf services. The DCCF may collect the analytics and deliver it to the NF, or the DCCF may rely on a messaging framework to collect analytics and deliver it to the NF.
As depicted in Figure 4.2.0-3, the 5G System architecture allows NWDAF containing Analytics logical function (AnLF) to use trained ML model provisioning services from another NWDAF containing Model Training logical function (MTLF).
NOTE 2:	Analytics logical function and Model Training logical function are described in clause 5.1.


[bookmark: _CRFigure4_2_03]Figure 4.2.0-3: Trained ML Model Provisioning architecture
The Nnwdaf interface is used by an NWDAF containing AnLF to request and subscribe to trained ML model provisioning services.
NOTE 3:	The NWDAF trained ML model provisioning services are described in clause 7.5 and clause 7.6.
NOTE 4:	The NWDAF containing AnLF is the only consumer of trained ML model provisioning services in this release of the specification.
* * * * End of changes * * * *
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