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Abstract of the contribution: This solution provides evaluation and conclusion for KI#3. 

1. Proposal

It is proposed to agree the following changes vs. TS 23.700-77:
* * * * First change* * * *(all new text)
7
Overall Evaluation

Editor's note:
This clause will provide evaluation of different solutions.
7.x
Key Issue #3: Data channel interworking with MTSI UE
For Key Issue #3, the following solutions are proposed:
-
Solution#8 mainly proposes the following:

-
The solution covers non-Real time communication scenario

-
The DCSF indicates the UE that the peer UE does not support data channel when the UE request to download application list through the bootstrap data channel.
-
The DCSF provides UE only DC applications supporting interworking in the application list.

-
The UE initiates P2A application data channel and sends the shared information to DC AS.

-
The DCSF inform the DC AS the interworking should be performed, and the DC AS performs the predefined interworking actions, such as, use SMS to send hyperlink for accessing the shared information.
-
Solution#9 mainly proposes the following:

-
The solution supports real time communication scenario

-
DCSF determines the remote network does not support DC during BDC establishment procedure

-
DCSF instructs MF to transform DC streams to audio/video streams, which need coordination with SA4
-
UE includes screen share data in RTP packets then sends them to MF through the application DC.
* * * * Next change* * * *(all new text)
8
Conclusions

Editor's note:
This clause will list conclusions that have been agreed during the course of the study item activities.

8.x
Key Issue #3: Data channel interworking with MTSI UE
The following conclusions are agreed for Data channel interworking with MTSI UE:
-
The DCSF indicates the UE that the peer UE does not support data channel when the UE request to download application list through the bootstrap data channel.

-
The DCSF provides UE only DC applications supporting interworking in the application list.

-
For the non-Real time communication scenario 

-
The UE initiates P2A application data channel and sends the shared information to DC AS.

-
The DCSF inform the DC AS the interworking should be performed, and the DC AS performs the predefined interworking actions, such as, use SMS to send hyperlink for accessing the shared information.
-
For the non-Real time communication scenario
-
DCSF instructs MF to transform DC streams to audio/video streams, which need coordination with SA4
-
UE includes screen share data in RTP packets then sends them to MF through the application DC.
* * * * End change* * * *

3

