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Title:	[DRAFT] LS on the use of TLS with QUIC in ATSSS context
Response to:	-
Release:	Release 18
Work Item:	ATSSS_Ph3

Source:	SA2
To:	SA3
Cc:	CT1, CT4, CT, SA

Contact Person:	
Name:	Sašo Stojanovski
E-mail Address:	saso stojanovski intel com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 	

Attachments:	-


1. Overall Description:

SA2 would like to inform SA3 that the Rel-18 version of TS 23.501 clause 5.32.6.2.2 contains the following Editor’s note:

When the MPQUIC functionality is applied, the protocol stack of the user plane is depicted in figure below.


[bookmark: _CRFigure5_32_6_2_21]Figure 5.32.6.2.2-1: UP protocol stack when the MPQUIC functionality is applied
Editor's note:	The above figure might need changes (e.g. related with the mandatory use of TLS) based on the security work in SA WG3.

SA2 kindly asks SA3 to define a security solution for the use of TLS with QUIC in ATSSS context, as illustrated in TS 23.501 Figure 5.32.6.2.2-1provide feedback that would allow SA2 to resolve this Editor's note in Rel-18.

2. Actions:
To SA3:
ACTION: 	SA2 kindly asks SA3 to define a security solution for the use of TLS with QUIC in ATSSS context, as illustrated in TS 23.501 Figure 5.32.6.2.2-1provide feedback that would allow SA2 to resolve this Editor’s note in Rel-18.

3. Date of Next TSG-SA WG2 Meetings:
3GPP SA2#163			27 - 31 May 2024			Jeju, KR
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