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6.3.3
Approval of QoS Commit

The Approval of QoS Commit procedure is triggered by the P-CSCF receiving a 200 OK message.

The following figure is applicable to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side.
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Figure 11:  Approval of QoS Commit

1. The P-CSCF receives the 200 OK message.  P-CSCF(PCF) approves the QoS Commit.

2. The PCF shall send a COPS DEC message to the GGSN to open the ‘gate’.

3. The GGSN receives the COPS DEC message and opens the ‘gate’ and sends a COPS RPT message back to the PCF.

4. The P-CSCF forwards the 200 OK message to the next hop.


Annex B (Informative): Session Flow: QoS Interaction Procedures  – Disabling media stream, Revoke Authorization for UMTS and IP resources, Indication of PDP context release

[Editors note: The consistency of the sub-procedure blocks presented here and session flows in TS23.228 shall be taken into account before moving text to the normative part.]  
 SKIPPED TEXT
B.2
Revoke Authorization for UMTS and IP Resources
The “Revoke Authorization for UMTS and IP resources” procedure is used e.g. upon session release. The PCF decision of “Revoke Authorization for UMTS and IP Resources” shall be sent as a separate decision to the GGSN corresponding to the previous “Authorize QoS Resources” request.

The following figure presents the “Revoke Authorization for UMTS and IP Resources” procedure.
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Figure B.2: Revoke Authorization for UMTS and IP resources

1. SIP message exchanges for e.g. session release are carried out.

2. The PCF shall send a COPS DEC (Decision) message to the GGSN.

3. The GGSN receives the COPS DEC message, and disables the use of the authorized QoS resources. . 
4.  The GGSN initiates deactivation of the PDP context used for the IP multimedia session, in case the UE has not done it before. 
5. The GGSN sends a COPS DRQ (Delete Request State) message back to the PCF. 
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