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Reason for change:
(

3G TS 23.060 and 3G TS 23.228 define different handling of the PDP context after Iu Release and RAB Release.

3G TS 23.060 preserves the PDP context after Iu or RAB Release. Since 3G TS 23.228 releases the PDP context.

There are several reasons why a different handling should be avoided:

1. The SGSN would be more complex with a different handling.

2. As it is stated in th 23.228 section ‘4.2.6 QoS Requirements for IM CN subsystem signalling’ it should be possible to use a general-purpose PDP context for IM CN subsystem signalling. But with a general-purpose PDP context a special handling would not be possible. This means that special IMS related contexts would be deleted and general-purpose PDP contexts also used for IMS would be preserved.

This CR removes the different handling of the PDP contexts and it proposes to use the procedures defined in 23.060.
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The special handling of the PDP contexts in case of Iu release or RAB release described in 3G TS 23.228 is removed. A reference to 3G TS 23.060 is added.
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5.10.3
Network initiated session release

In case of accidental/malicious removal of a PDP Context that is related to an IMS session, the corresponding session should be terminated in order to avoid billing for session inactivity time.












The following figure presents GPRS subsystem events that occur as a result of accidental removal of a PDP Context used for the transport of SIP signalling. Only the parameters which are required for the communication between the GGSN and the P-CSCF/PCF are shown in the description below. 
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Figure 5.25: Network initiated session release - loss of SIP signalling context

1. The UE deactivates a PDP context by sending a Deactivate PDP Context Request message to the network.

2. The SGSN deactivates the PDP context by sending the Delete PDP Context Request message to the GGSN.

3. If a request state was created in the PCF at PDP context activation, the GGSN sends the Release indication message to the PCF. The message indicates that the corresponding PDP context has been deactivated. 

4. The proxy CSCF performs session termination, which is FFS.

5. The GGSN sends the Delete PDP Context Response message to the SGSN to acknowledge the PDP context deactivation.

6. The SGSN responds to the UE with a Deactivate PDP Context Accept message

7. The UE performs the radio access bearer release procedure.

In the event of Iu or RAB Release the procedures defined in 3G TS 23.060 shall be used.
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