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Reason for change:
(

Currently in 23.228, the text for Local services are not consistent and clear for IMS.  It focuses on the Visited network scenarios only, the changes introduced in this CR clarifies that the local services in the IMS can be either from home or visited network, as later in the section it is described.  Also added that the local services access shall be standardised.  Also, reference to SA1 spec have been made instead of the TR.
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Home network based local services and standard mechanisms to access local services
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not approved:
Inconsistent functional behaviour for local services in the IMS
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4.2.2
Support of Local Services in the IMS

Visited network provided services offer an opportunity for revenue generation by allowing access to services of a local nature to visiting users (inbound roamers). There shall be a standardised means to access local services. The mechanism to access local services shall be exactly the same for home users and inbound roamers.

Local services are provided by the visited and/or the home network based on the end-user's selection, and are not considered home environment services. 
Access to local Services shall be provided in the following manner

1.
It shall be possible for the network to determine whether the subscriber is requesting a local service in the visited IMS or the home IMS network based upon information received from the UE. This information may be included in e.g. the Request URI.

2.
In the case where the service is to be provided by the visited IMS network, the P-CSCF, if required, will modify the “routing information” to a globally routable address. This will result in the S-CSCF in the home network routing the request back to the visited network.

3.
The P-CSCF shall route the session towards the S-CSCF as per the session origination procedures, where the execution of the originating subscriber's home services are to be executed.

Note: For users who have roamed, local services may also be provided by the home network.
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