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Introduction

The architectural proposals shown in clause 7.1, 7.2 and 7.4 of TR 23.871, V1.1.0, contain a network element titled PPR (privacy profile register)

Due to discussions, that appear when handling the above mentioned architectural alternatives in SA2, a description for the PPR has been seen as necessary.

Proposal

The subsequent modifications reflect the common understanding of PPR used in the mentioned architectural alternatives and should be introduced in the according chapters if seen feasible.

********** First modified section in TR 23.871 V.1.0.0 ***************

3.1
Definitions

Privacy profile register (PPR): a database containing subscriber privacy information for location services and performing the related privacy checks
Note: the PPR is used in the architectural alternatives described in sect. 7.1, 7. 2 and 7.4

********** Next modified section in TR 23.871 V.1.0.0 ***************

6. 
Stage 2 description of service type privacy

LIF has defined a 'Service Identity' information element, which is used to identify the services offered by the LCS client. The LCS client shall forward the service identity information in the LCS Service Request on the Le interface from the LCS client to the GMLC.  It is for further study whether the GMLC or PPR (privacy profile register) shall map the received service identity to a specific Service Type when the service is provisioned in GMLC. If GMLC only receives the LCS client identity but not the service identity, the GMLC may report an error to the LCS client, or in case the LCS Client is explicitly so authorized, proceed with the request. The service type information may be included in HLR/HSS and in the Privacy Profile Register. Also the Provide Subscriber Location MAP message sent by GMLC on the Lg interface to MSC and SGSN may contain the Service Type information.

The service type can be defined in a similar way as Annex C in TS 22.071, which describes the attributes for specific services.

The service type privacy setting could be the same as the 5 privacy settings listed in Annex A of 23.271, but in addition it may be necessary to define some new privacy settings according to service type.

6.1 Privacy profile register (PPR)
The PPR as used in the architectural alternatives of clause 7.1 and 7.2. contains a database with the subcribers privacy information and performs the related privacy checks and reports the result to the requesting entity.

It is FFS and dependent on the architectural alternative, if the PPR should also be used for mapping of the service identities exchanged between LCS client and GMLC to service types used for roaming scenarios.

It is FFS, if the PPR should be used for interoperations between LCS and other services, e.g. presence service.






1(2)

3(2)

