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6. 
Network support for user privacy in Rel-5 
The service requirements for several enhanced user privacy features have been specified for Rel-5 and these features are supported by the network in Rel-5 as listed in chapter 5.9. The Rel-5 enhanced privacy features are shortly described in this TR for comparison reasons, but the corresponding LCS specifications contain the complete documentation of the supported features.
6.1. Network support for Service Type and Codeword in Rel-5
LIF has defined a 'Service Identity' information element, which is used to identify the services offered by the LCS client. The LCS client shall forward the service identity information in the LCS Service Request on the Le interface to the GMLC.  The GMLC shall map the received service identity to a specific Service Type when the service is provisioned in GMLC. The supported Service Types in Rel-5 are specified in TS22.071. If GMLC only receives the LCS client identity but not the service identity, the GMLC may report an error to the LCS client, or in case the LCS Client is explicitly so authorized, proceed with the request. The service type information may be included in HLR/HSS. Also the Provide Subscriber Location MAP message sent by GMLC on the Lg interface to MSC and SGSN may contain the Service Type information.





In order to support the service requirements for service type and codeword in Rel-5, the LCS architecture as specified in LCS stage 2, TS 23.271 Rel-4 is used, without any addition of new nodes/network entities.
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6.2 Network support for requestors in Rel-5
TS 22.071 [1] specifies a new service requirement in Rel-5, that the Location Request issued by the LCS client should be enhanced to optionally include also the identity of the originator of the location request, i.e. the requestor, not only the identity of the LCS client. In Rel-5, if the LCS client provides a requestor identity, the GMLC shall send it as separate information. In addition, in order to display the requestor identity in case of pre rel-5 network elements (i.e. MSC and/or UE), the requestor identity may be also added to the LCS client name by GMLC (this is supported in Rel-5).  The requestor indication is further described in chapter 8. 
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