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1. Discussion

This documents proposes some additional functions to the UTRAN for the provision of MBMS services based on the following considerations.

Radio signaling

For both broadcast and multicast modes, the UTRAN shall be able to establish point to multipoint channels without any required uplink signaling from the UEs to minimize signaling at the radio interface.

Geographical selectivity of the target areas

The target geographical area associated to a MBMS service can be defined by the MBMS service provider. The size of the targeted geographical area will probably directly impacts the transmission cost.

In case of multicast mode with a small user group, the mobile operator may reduce the associated multicast area with the objective to efficiently use the radio and network resources.

In any case the 3G network shall deliver the MBMS service over at least the specified target geographical area.

2. Proposal

Add text in the clause 6.1.3 of 3GPP TR 23.846 document v0.3.0

6.1.3 UTRAN Functionality

· The UTRAN shall deliver MBMS services over at least the target area specified by the MBMS service provider for both broadcast and multicast modes.

· The UTRAN shall be able to establish point to multipoint channels at the air interface without any required uplink signaling from the UE(s) for both broadcast and multicast modes.
6.1.3.1 Broadcast Mode

6.1.3.2 Multicast Mode
The UTRAN shall provide the following functionality for efficient  support of MBMS

·  responsible for establishment of point to multipoint or point to point channels on the air interface to support MBMS.

·  capable of routing MBMS traffic over either a point to multipoint channel or over a point to point channel.

·  capable of discovering the number of MBMS users within a cell

·  makes the decision to select channel type (point to multipoint or point to point) based on the number of users within a cell receiving MBMS service. The threshold value for this is operator defined






















































































































































































































































































































































