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1. Overall Description:

As requested by SA2, SA1 has considered the use cases for network selection for 3G-WLAN Interworking and the criteria on which network selection would be made. The specific questions asked were:

SA1 is asked to decide the definition and the development of the network selection procedure in the TS 23.234. In particular:

1) if network selection issue is considered within scope of 3G-WLAN interworking work;

2) if network selection is considered within scope of 3G-WLAN interworking, then SA1 is asked to decide if the issue should be of high priority to be included in the TS for R6

3)
If network selection is considered a high priority 3G-WLAN interworking item to be included in R6 TS, then can SA1 provide guidelines on how the network selection should work, i.e. which factors are considered important in the network selection process.
SA1 has the following answers:

1) Yes, network selection between 3GPP and WLAN systems and between 3GPP systems connected to an Interworking WLAN is within the scope of 3GPP

2) Yes, SA1 has determined that the use cases described below apply from scenario 2 onwards and hence that network selection is required for Release 6.

3) To help SA2 determine how network selection works, SA1 has identified some use cases and the factors important in the network selection process, these are described below.

Use Cases:

SA1 has identified that there is a need to support automatic network selection for Interwoking Scenario 2 onwards.  

For WLAN only devices there is a need to support:

· Selection of the 3GPP system that is interworked to the WLAN when the WLAN interworks to multiple 3GPP systems, i.e. allow the operator to ensure that the user connects to their preferred 3GPP roaming partner.

· Selection between multiple WLANs in the same coverage area based on the business agreements.  The 3GPP operator may have agreements with multiple WLANs in the area and has preference over which WLAN to connect to based on the services supported, e.g. WLAN operator A only provides basic Internet access (interworking scenario 2) and WLAN operator B who provides access to the 3GPP operators PS based services (interwoking scenario 3).

For integrated WLAN/3GPP devices there is a need to support

· Selection of the 3GPP system that is interworked to the WLAN when the WLAN interworks to multiple 3GPP systems, i.e. allow the operator to ensure that the user connects to their preferred 3GPP roaming partner.

· Selection between the available 3GPP systems and the WLANs. This includes selection based on a combination of the available 3GPP systems connected to the Interworking WLAN and the 3GPP systems available in the area.

For both WLAN only devices and integrated WLAN/3GPP devices, the option of manual selection shall be possible.

Network Selection Criteria:

The main criteria for selection of the network are the business agreements available, i.e. a selection based on the preferred network(s).  SA1 is considering other criteria and will notify SA2 if we agree on additional criteria.  The criteria under consideration include:

· User preference

· Performance criteria (e.g. power conservation in the UE, network loading)
Backward compatibility:

The user should have the same experience of automatic selection on the WLAN as they have with the 3GPP device, e.g. they can switch it on and the device selects the appropriate network e.g. preferred network. This included the behaviour that the 3GPP device, when switched on, tries to connect to the network that it was last connected to.

OA&MP

The need to provision data on a regular basis within the 3GPP devices to support network selection should be minimised. 

2. Actions:

To [SA2] group.

ACTION: 
SA1 asks that SA2 considers the information above when planning their work. .
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