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Introduction - Discussion 

This contribution aims at clarifying that UESBI correspond to 2 different sets of information: 

· UESBI-Uu which is sent directly from UE to (UT)RAN on the air interface

· UESBI-Iu which is sent by CN to UTRAN over Iu.

UESBI-Uu and UESBI-Iu have a different nature and are carried though different means towards UTRAN.

Proposal

It is proposed to modify the TS as highlighted by the Word modifications below

3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Subclause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the [following] terms and definitions [given in ... and the following] apply.

Definition format

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

Abbreviation format


MUEF
Map of UE Faults

Editors note: It is still under discussion at 3gpp on whether UESBI sent on Iu corresponds to IMEISV or to a MUEF (noting that this MUEF could be something more elaborate than a bit map).
UESBI
UE Specific Behavior Information
UESBI-Uu
UESBI information corresponding to the information sent directly from UE to (UT)RAN on the air

UESBI-Iu
UESBI information sent by CN to UTRAN over Iu

Editors note: It is still under discussion at 3gpp on whether UESBI sent over Iu corresponds to IMEISV or to a MUEF (noting that this MUEF could be something more elaborate than a bit map)
