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***** NEXT MODIFIED SECTION *****
5.13.3 Procedures for IMS Emergency Session Establishment

In order to establish an IMS emergency session the UE needs to have a PDP context to be used for IMS related signalling and optionally a secondary PDP context for the media related to the emergency session. 

It shall be possible for the network to identify that a PDP context to be activated is for emergency use (signalling and media context). It allows to apply special treatment (e.g. with respect to filtering, higher priority, routing, QoS) of IMS emergency sessions.

If the UE is not attached to GPRS network, then it shall first perform a GPRS attach. It shall be possible for the network to discriminate between a normal Attach and an Attach for emergency use.
For the UICC/USIM-less case, the UE generates an Emergency IMSI, which consists of a Unique Pair of Mobile Country Code (MCC) and Mobile Network Code (MNC) as well as a set of pseudo-random bits containing a portion of the International Mobile Equipment Identity (IMEI).. A pseudo-HLR shall process Emergency-only signalling.  It sends the required response to any such signalling message that contains the Emergency MCC and Emergency MNC.  It also calculates a proper authentication response triplet based on the entire Emergency IMSI, sending this triplet back to the UE so that the hanset then proceeds with the normal authentication and ciphering procedures.  For detailed procedures, refer to 9.2.2.x of TS 23.060 [23].
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