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1 Introduction

In 23.917, in the case the PDF needs to contact the AF at bearer establishment, the successful installation of the decision is reported to the AF.

It is proposed to use the same principle for the indication of PDP context modification case.

The text below shows changes to be introduced to TR 23.917.

8.8 Authorisation of modification of network resources

This procedure is used when a modification of network resources happens which is outside of the limits that were authorized at network resource activation (or last modification).
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Figure 6:  Authorisation of network resources modification

1) The PDF is requested to authorise a network resources modification

2) The PDF may give this bearer modification indication to the Application Function. This may be the case if this was requested from the AF at initial authorisation, and if PDF requires more information from the AF before authorising the network resources modification.

3) The AF shall send information for authorization of this modification.
4) The PDF authorises the network resources modification

5) In case the PDF had contacted the AF in 2) then the successful installation of the decision is reported to the AF
8.5.1 Authorisation of network resources modification, PDP context modification to IMS
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 Figure 7: Example of information flow for authorisation of PDP context modification towards IMS 

The PDF is requested to authorize the modification of the network resources previously authorized.
This is done via the Go interface with the COPS-PR REQ message. The PDF may authorize the modification request at this point. If required for the authorization to proceed, the PDF may 
send an authorization request to the P-CSCF. In this case, the P-CSCF shall send an answer with information for authorization of this modification and the PDF shall report the result to the P-CSCF.
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