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Introduction

This contribution proposes to add a description for the Gmb reference point in Subsection 4.3.1 of TS 23.246 v0.4.0.

Discussion

The Gmb reference point is still undefined in the TS. The TR defined the Gmb reference point as follows:
---

[From TR 23.846 v6.1.0, Section 5.2]

The Gmb reference point between BM-SC and GGSN enables the BM-SC to exchange MBMS service control information with the GGSN. The specification of the Gmb reference point is FFS. 
The Gmb reference point exists in order to carry the MBMS Service information but it may not always be necessary to use the Gmb for each service. The possible cases are:
1) No real-time interface between GGSN and BM-SC - service information is configured or downloaded to GGSN by some other means

2) Real-time interface - no per-user authorisation. BM-SC 'pushes' or GGSN 'pulls' service information from BM-SC on first service activation, but subsequent activations from other users do not require reference to BM-SC.

3) Real-time interface - per-user authorisation. GGSN 'pulls' service information from BM-SC for every service activation. 

4) No interface between GGSN and BM-SC. Service information is configured at GSNs
[From TR 23.846 v6.1.0, Section 5.3]

The Gmb reference point is between the BM-SC and the GGSN. It is used to give MBMS service information, like QoS and MBMS service area, to the UMTS network.
---

Proposal
The proposal is to add the following text to TS 23.246 v0.4.0 in Section 4.3.1.
4.3.1
Gmb

The Gmb reference point is between the BM-SC and the GGSN. It is used to give MBMS service information, including QoS and MBMS service area, to the radio access network.

































