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1. Introduction and discussion
In the latest MBMS TS (V0.5.0) agreed in Seoul SA2#31 meeting, a common consensus was reached on APN usage, which is described in step 4 of activation scenario in section 8.2 as “The APN may be different from the APN to which the default PDP context has been activated. In any case, the APN may resolve to a GGSN that is different from the GGSN receiving the IGMP/MLD Join request.” 

Because the GGSN forwarding MBMS data may be different from one that receives IGMP/MLD join, it may be beneficial if GGSN receiving IGMP/MLD join could receive acknowledgment from SGSN after it notifies SGSN in step 4 of activation scenario. Possible benefits in above case are:

· GGSN could know whether SGSN supports MBMS and determine not to send again such kind of notification request within a certain period of time based on implementation decision if SGSN does not support MBMS.

· GGSN could decide to provide MBMS data to UE via R99 PS connection when receiving no acknowledgment or error response after trying for certain times.

2. Proposed change to TS

8.2
MBMS Multicast Service Activation

The MBMS multicast service activation procedure registers the user in the network to enable the reception of data from a specific MBMS multicast service. The activation is a signalling  procedure between the UE and the network. The procedure establishes MBMS UE contexts in UE, SGSN and GGSN for each activated MBMS multicast service comparable to regular PDP contexts.
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Figure 1. The activation of an MBMS multicast service

1.
The UE activates a default, typically best-effort PDP context if not already established. This can be a PDP context used for basic IP services like WAP or Internet access, or it might be the signalling PDP context used for IMS access.
2.
The UE sends an IGMP (IPv4) or MLD (IPv6) Join message over the default PDP context to signal its interest in receiving a particular multicast service identified by an IP multicast address.

3.
This signalling between GGSN and BM-SC is FFS. It may be per user service access authorization.
4.
The GGSN receives the IGMP/MLD Join request and sends an MBMS Notification Request (IP multicast address, APN, Linked NSAPI) to the SGSN. Linked NSAPI is set equal to the NSAPI of the PDP context over which the Join request was received. The IP multicast address is the one requested by the UE in the Join request. The APN may be different from the APN to which the default PDP context has been activated. In any case, the APN may resolve to a GGSN that is different from the GGSN receiving the IGMP/MLD Join request.
SGSN acknowledges GGSN by sending back MBMS Notification Response (Cause), the value of Cause is FFS.
5.
The SGSN sends a Request MBMS Context Activation (IP multicast address, APN, Linked NSAPI) to the UE to request it to activate an MBMS context. Linked NSAPI allows the UE to associate the MBMS Context with the PDP context over which it sent the IGMP/MLD Join message in step 2.

6.
The UE creates an MBMS UE context and sends an Activate MBMS Context Request (IP multicast address, APN) to the SGSN. The IP multicast address identifies the MBMS multicast service, which the UE wants to join/activate. An APN may indicate a specific GGSN. 

7.
Security Functions may be performed, e.g. to authenticate the UE.

8.
It is FFS whether the SGSN performs a subscription check for the requested MBMS multicast service identified by the IP multicast address and APN or whether another network entity performs this check. The SGSN creates an MBMS UE context and sends a Create MBMS Context Requests (IP multicast address, APN) to the GGSN. 

9.
This signalling between GGSN and BM-SC is FFS. It may be per user service access authorization. Also the GGSN or another network entity may perform a subscription check for the requested MBMS multicast service identified by the IP multicast address and APN.

10.
If the GGSN does not have the MBMS Bearer Context information for this MBMS service, the GGSN sends a Bearer Request to the BM-SC. See subclause “MBMS Bearer Request Procedure”.


The BM-SC responds with a Bearer Response containing the MBMS Bearer Context information for this MBMS service and adds the identifier of the GGSN to the “list of downstream nodes” parameter in its MBMS Bearer Context. See subclause “MBMS Bearer Request Procedure”.

11.
The GGSN creates an MBMS UE context and sends a Create MBMS Context Response to the SGSN.

12.
If the SGSN does not have the MBMS Bearer Context information for this MBMS service, the SGSN sends a MBMS Bearer Request to the GGSN. See subclause “MBMS Bearer Request Procedure”.


The GGSN responds with a MBMS Bearer Response containing the MBMS Bearer Context information for this MBMS service and adds the identifier of the SGSN to the “list of downstream nodes” parameter in its MBMS Bearer Context. See subclause “MBMS Bearer Request Procedure”.

13.
The SGSN sends an Activate MBMS Context Accept to the UE. The SGSN does not need to wait for step 12 to be completed before sending this message.
3. Conclusion

It is proposed to reflect the change (revision marks) in current TS.
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