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Discussion

To establish an IMS emergency session the UE needs to have IP CAN bearers to be used for IMS related signalling and for the media related this kind of session. This statement can be found in chapter 4.1.3 of TS 23.867 v0.4.0. This contribution clarifies that these bearers may not be used outside the context of emergency sessions. In addition, some editorial corrections are made in chapter 4.1.1 and 4.2.

Proposal

************************************** Proposed change 1 ********************************************

4.1.1. Requirements for IMS Emergency Sessions

A CS capable UE shall use the CS domain for emergency services.  In addition, the solution for emergency sessions in the IMS shall fulfil the following capability requirements:

1.
It should be independent from the used underlying IP connectivity network with respect to the detection and routing of emergency sessions.

2.
Any kind of emergency numbers, all kinds of emergency SIP URIs and special indications for emergency sessions within the SIP signalling must be supported (especially IETF proposals on addressing should be taken into consideration). 

3.
Emergency sessions should be prioritized over “ordinary” sessions by the system.

4.
Setup of IMS emergency sessions shall be possible for users with a barred public user identity.

5.
The primary solution shall be that the UE can detect an emergency session (e.g. by evaluating the SIP-URI or the dialled number) by itself and indicates the emergency session to the network. But the specification must also support cases where the UE can’t detect an emergency session.

6.
The solution must work in case the UE has a UICC card and is registered to the IMS or not, as well as in the UICC-less case. In the UICC-less and non-registered cases it must be possible to setup a bearer in the IP connectivity network and session setup must be possible without an existing security association between UE and P-CSCF.

7.
Emergency Service is not a subscription service and therefore will normally be supported entirely in the visited network and provided without interaction with a “Home” network in a roaming case, whether or not the UE is registered. The CSCFs providing service for emergency sessions may be different from the CSCFs involved in the other IMS services.

8.
If an emergency  session establishment request is routed via a P-CSCF located in the home network, the home network should be able to detect that the session is for emergency service (whether indicated as such or not) and respond to the UE indicating that the UE should initiate an emergency session in the visited network (e.g. via the CS domain of the visited network). 

9.
Emergency centers may be connected to the CS domain, PS domain or any other packet network.

10.
Emergency centres shall be able to call back the user.

11. The visited network may download emergency numbers to the UE using procedures as described in TS 24.008, in order to ensure that local emergency numbers are known to the UE.  

12. For GPRS access a globally dedicated APN shall be used to indicate emergency access to PS domain.
************************************** Proposed change 2 ********************************************

4.1.3
Procedures for IMS Emergency Session Establishment

In order to establish an IMS emergency session the UE needs to have IP-CAN bearers to be used for IMS related signalling and for the media related to the emergency session. It shall be ensured that these bearers are only used by the UE in the context of IMS emergency sessions.
4.2       Architectural considerations

Editor's note: This clause is planned to cover a possible analysis of placement of S-CSCF and GGSN, possible analysis of how to handle UICC-less access for the whole system, location and handling of MGCF/MGW, possible analysis of new nodes and responsibilities. The aim is to describe thinking behind the conclusion made in clause 5.






