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1. Introduction

According to the TS 23.234v2.0.0 and my previous contribution S2_03xxxx, it’s necessary to clarify a single mechanism on VPLMN advertisement, but TS 23.234 hasn’t defined the relevant mechanism yet. 
As a part of “Reselect HPLMN/VPLMN procedure”, this contribution proposed the relevant procedure regarding VPLMN advertisement and selection as below.

2. Proposed Changes

***************** First amended section **************

7 Procedures

7.x Reselects HPLMN/VPLMN
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Figure 7.x VPLMN advertisement and selection procedure
1. Roaming agreements between WLAN operator and 3GPP operator are contained in the HLR/HSS.

2. HLR/HSS shall provide initial and any change information about roaming agreements through 3GPP AAA Server to the WLAN AN, or via 3GPP AAA Proxy when the WLAN AN has no direct roaming agreement with 3GPP HPLMN.

3. If the WLAN AN has a direct roaming agreement with 3GPP HPLMN or the WLAN AN is directly deployed by the 3GPP HPLMN, there will be no need for this step.

If the WLAN AN has no direct roaming agreement with 3GPP HPLMN, the WLAN AN shall deliver the network advertisement information to the WLAN UE.

4. The WLAN UE shall authenticate with the determined NAI, which is constructed according to Section 5.3.2, and the realm of which shall be directly recognized by WLAN AN (i.e. WLAN .AN has a direct roaming agreement with the 3GPP HPLMN or is directly deployed by the HPLMN), or be indicating the selected VPLMN in response to the network advertisement information (i.e. WLAN AN has no direct roaming agreement with the 3GPP HPLMN).
5. The WLAN AN shall use the NAI to send the EAP traffic to the HPLMN AAA Server (i.e.There is a direct roaming agreement between the WLAN AN and HPLMN or the WLAN is directly deployed by the HPLMN), or route the EAP traffic to the appropriate VPLMN AAA Proxy (i.e. There is a roaming agreement between the WLAN AN and VPLMN and the VPLMN has been selected).
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