3GPP TSG-SA2 Meeting #35 
Tdoc S2-033518

Bangkok, Thailand, 27 - 31 Oct 2003   
	CR-Form-v7

	CHANGE REQUEST

	

	(

	23.207
	CR
	062
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Information exchanged via Gq interface

	
	

	Source:
(

	Nokia

	
	

	Work item code:
(

	QoS1
	
	Date: (

	27/10/2003

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	TS 23.207 is intended to describe the information exchanged across the Gq interface on a stage-2 level. This information exchange has been studied within the context of TR 23.917. Additionally, the Gq infromation exchanged is scoped by the Go information exchange developed in Rel5. Hence, there is sufficient input available to incorporate initial description of the Gq interface data to 23.207. 



	
	

	Summary of change:
(

	The information that needs to be exchanged between AF and PDF in Gq interface is described. Initial description of the required information elements for Gq interface has been added.



	
	

	Consequences if 
(

not approved:
	

	
	

	Clauses affected:
(

	5.3a.2

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 29.209 (Gq stage-3)

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

5.3a.2
Information Exchanged via Gq interface


Service information:

The AF provides the following service information to the PDF to be used as a basis for the service-based local policy decisions.

a) Description of session: the AF may provide one or more of the following information when describing the session (the set of information that needs to be sent in different cases depends on a service for which the media authorisation is required):

· Information defining the IP flows to which QoS must be applied

· Source address

· Destination address

· Source port

· Destination port

· Protocol

· Flow direction

· Bitrate

· An indication of the requested type of service handling per media IP flow, e.g., conversational voice or video, streaming voice or video

· AF service signaling message direction (originating or terminating side)
· Forking indication: this is used in case of forked IMS sessions
b) Definition of whether PDF shall contact the AF at resource reservation during the session.

c) Install Gating Policy: Definition of whether gating control is used or not in the session. If gating control is not used, the PDF opens the gates in the GGSN at the bearer authorisation.

Authorisation token:
The PDF generates one or more Authorisation token(s) on request from the AF. The Authorization token consist of a fully qualified domain name of the PDF and the session ID, which uniquely identifies the session.
Charging correlation related information:

The AF and PDF may exchange charging correlation related information. The AF charging identifier (e.g. ICID in case of IMS) shall be transferred from the AF to the PDF, which shall forward it to the GGSN. GPRS charging identifier, if available in the PDF, shall be transferred to the AF.

Gate control indications:

The AF indicates when a flow is to be enabled or disabled to pass through the access network. The indication contains information defining the IP flow and the flow status (enabled/disabled). The PDF opens or closes the gate in the GGSN based on this indication. The PDF shall respond with the result of the operation to the AF.

Bearer reservation indication:

The PDF shall send bearer reservation indication to the AF to indicate that the bearer resources have been reserved, if the AF in the initial authorisation request had requested it.
Bearer release indication:

Information available at the PDF on the bearer resource release is forwarded to the AF. The indication may contain information about the reason of the release.

Revoke authorisation command:

The AF determines when a previous authorisation decision is no longer approved e.g. due to the AF session release, and shall instruct the PDF to remove the resources previously authorised for the session. The revoke authorisation command may contain information about the reason of the revoking.
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