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1 Introduction and Considerations

TR 23.917 describes the data that is exchanged on the Gq interface upon authorization of QoS resources. The data description currently included has been reasonably stable, and hence can be included to normative stage-2 specifications. 

At the same time, this contribution proposes to include some further information to be exchanged on Gq: 

During the course of developping flow-based bearer charging capabilites in TR 23.825, it became apparent that charging of a particular data flow may also depend on the particular application that the flow “belongs to”. Consequently, capabilites have been introduced to convey information from the Application Function to the appropriate charging nodes to identify a particular application. 

Similarly the QoS authorized for a flow may be different depending on the particular application that the data flow belongs to. Hence, also conveying the application identifier from the AF to the PDF would be a usefull addition to the Gq interface.
2 Proposal

It is proposed to change section 7.4.1.2 in TR 23.917 describing the Gq data exchange upon authorization of QoS resources the following way:

7.4.1.2
Gq Data exchange
a) Description of session: the AF may provide one or more of the following information when describing the session. The set of information that needs to be sent in different cases needs to be further determined.

· Application identifier: identifies the particular service that the session belongs to (e.g. a PSS Application Function would have an application identifier for the PSS service).
· Information defining the flows to which QoS must be applied.

· An indication of the requested type of service handling per service-flow, e.g., conversational voice or video, streaming voice or video

· An indication of the maximum bandwidth required

· An indication of the mean bandwidth required

b) Definition of whether to contact the AF at resource reservation or not.

c) Install Gating Rules: Definition of whether gating control is used or not. If gating control is not used, the PDF keeps the gates always open. It is FFS whether this applies per media component, per session or per application.









