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1. Introduction

This document is the revision of postponed S2-032917, it is revised base on the principle of in the section 5.4 and the related comments in the email discussion ([WLAN Email Discussion]:initial NAI limitation), to provide an WLAN PLMN selection advertisement procedure.
2. Proposal
It is proposed to include a new section in the TS to specify the procedure of WLAN PLMN selection
------------------------Beginning of change------------------------
7.1 WLAN PLMN Selection Procedure
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Figure 7. 1 WLAN PLMN selection procedure

1.
WLAN UE selects a preferred WLAN AN and establishes WLAN connection with a WLAN technology specific procedure (e.g. in IEEE 802.11 it starts an association procedure).

2.
The Authentication procedure is initiated in WLAN technology specific way and as a part of this process, the WLAN UE sends an initial NAI to the WLAN-AN. 
3. If WLAN AN is able to route the authentication request from WLAN UE based on the initial NAI, then steps  4 and 5 are skipped.

Otherwise (e.g. in the case that WLAN AN receives an initial NAI with an unknown realm), WLAN AN sends a response to WLAN UE that provides information about the 3GPP networks to which WLAN AN is able to route authentication requests..

4 If the WLAN UE is able to select an appropriate network from those offered by the WLAN AN, it constructs a new NAI based on the result of this selection. If no appropriate network could be identified, WLAN UE ends its communication with the AP.

Note: It is not in the scope of this TS to define how the WLAN UE identifies and selects an appropriate network.

5. WLAN UE sends the authentication message with the new NAI.
6. The WLAN AN routes the AAA message to 3GPP AAA server or proxy based on the NAI.
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