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8.1
MBMS Notification
8.1.1
Iu mode notification (UTRAN and GERAN)
When an MBMS Session starts, UEs interested in the MBMS bearer service (PMM-CONNECTED UEs and PMM-IDLE UEs) shall be notified.

MBMS Session attributes such as Session Identifier and the MBMS service Area are made available in all interested RNCs during the Session Start procedure. Other parameters are FFS.

For radio efficiency reasons, the UTRAN may select on per cell basis whether to establish point-to-point or point-to-multipoint links for the distribution of MBMS data to the UEs.

In order to perform this selection, the UTRAN requests UEs to move to PMM-CONNECTED / RRC-CONNECTED state by means of MBMS notification sent in the MBMS service Area. 

The fact that this MBMS notification moves the UEs back to PMM-CONNECTED or to RRC-CONNECTED state is FFS, subject to RAN decision.

The exact number of UEs moved to PMM-CONNECTED / RRC-CONNECTED state is a decision of RAN node. It is not necessary for all UEs to move to PMM-CONNECTED/ RRC_CONNECTED in order for the RAN to decide to use point-to-multipoint, other UEs may remain in IDLE state. This is a UTRAN choice (based on RRM criteria…), FFS in RAN group.
Following the decision to set up point-to-point or point-to-multipoint links, the number of UEs that need to be maintained in CONNECTED state or moved to IDLE state for MBMS data reception is also an decision of a RAN node. 


8.1.2
A/Gb mode notification (GERAN)
When an MBMS Session starts, UEs interested in the MBMS bearer service (READY UEs and STANDBY) shall be notified. The MBMS notification triggers detection or counting of UEs per cell for selection of the most appropriate MBMS radio bearer.
MBMS Session attributes Session Identifier, MBMS Service Area, QoS are made available in all interested BSCs that are connected to a registered SGSN by the Session Start procedure.
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