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Introduction

The work on the Push TR 23.976, as outlined in the PUSH Stage 2 WID, is nearing completion. Two remaining subsections relating to MBMS and WLAN have had no input todate and remain empty. Given that the Push TR should be submitted to SA Plenary for approval by December 2003, it is suggested in this contribution for these sections to be deleted from the current TR. The intent being that further work in these areas may be forthcoming but will most likely be in the Release 7 timeframe. 
Suggested changes are attached.

5
Push Architecture Overview

The Push Service Architecture overview is shown in figure 1. This includes the push application servers Push Function (or Push Proxy) and Push Initiator as well as the delivery networks available and the Push Recipient or UE. The definition of functions in the Push Function (Push Proxy) and Push Initiator are outside the scope of this TR. Figure 1 also shows the Push Function performing delivery network selection, the definition of how this is performed and the criteria for delivery network selection are part of the definition of the Push Function and are outside the scope of this TR. Figure 1 depicts the Push Function being located within the PLMN, this is a logical representation of the Push Service Architecture and does not imply the physical co-location of a Push Function within the PLMN infrastructure.

The description of the delivery network used to support push services and how those delivery network services are established, maintained and withdrawn is the main focus of this section.
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Figure 1: Push Service Architecture Overview.
5.1 
PS Domain Delivery Networks Supporting Push

This section describes the use of various mechanisms in the PS Domain to establish and/or maintain a bearer service connection to the UE over which Push services may be delivered.
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