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6.5
WLAN user profile
The WLAN user profile shall reside in HSS (if the operator is using a legacy HLR, the WLAN user profile may reside in the 3GPP AAA Server) and be retrieved from AAA via Wx reference point. The profile shall contain the following data items: Detailed work on these parameters is expected in stage 3 work.
1.
IMSI


User identification.
2.
MSISDN (mandatory)

User identification, for example used for charging purposes

3.
Operator determined barring of 3GPP-WLAN interworking subscription 

4.
Operator determined barring of 3GPP WLAN tunneling 


This allows operator to disable all W-APNs at one time. If there is a conflict between this item and the "operator determined barring of any W-APN, the most restrictive will prevail.

5.
Maximum session duration (optional)

Used for re-authentication purposes. If this field is not used, the WLAN AN will apply default time intervals. 

6.
Charging Characteristics and accounting server identifier(s) for every Charging Characteristics

TheChargingCharacteristics will implicitly  define the charging mode to be applied and, for every case, the charging node where the accounting information is to be reported.
ChargingCharacteristics: As defined in TS32.215 although the second octect  should be reserved for operator use . 

· 
· 
· 
· 
· 

Editor’s Note: AAA  will  send the ChargingCharacteristics to the PDG (and to the GGSN via the PDG  if interface Gn’ is implemented) in the response to the PDG request for WLAN-UE authorization when a tunnel establishment request is received from the WLAN-UE.
7.
List of authorized W-APNs (optional)


List of W-APNs for which the user will have services available. These W-APNs may correspond to services in the home network or in the visited network. 
For each WAPN will be possible to define:

· ChargingCharacteristics  and AccountingServer Identifier (optionl)
If these parameters are not present, the ChargingCharacteristics and accounting server identifier defined in item 6 must be considered.

· Type of subscribed remote IP address (IPv4/IPv6) (optional)

· Subscribed remote IP address (optional)

· Operator determined barring for WAPN (optional)
·  It shall be possible to bar subscribers from using the WAPN associated services.

· It shall be possible to bar a subscriber from using the WAPN associated services from access points that are within the HPLMN whilst the subscriber is WLAN connected via a VPLMN.

· It shall be possible to bar a subscriber from using the WAPN associated services from access points that are within the roamed to VPLMN.

The term 'access point' is used to indicate the Network Element (e.g. PDG ) or part of the Network Element (e.g. PDG) that is specified by a particular APN.

· FFS: QoS parameters (Relationship between  802.11e specification and PLMN network)
8.
Local access allowed

Indicates if the user is allowed to have direct access to external IP networks, e.g. Internet, from the WLAN Access Network.
If this parameter should be further split down to specific services that are allowed or not from the WLAN AN is FFS.

9.
Roaming allowed

Indicates if the user is allowed to use 3GPP-WLAN Interworking in a WLAN AN that have no direct connection to the home PLMN.
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