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	Reason for change:
(

	In the last SA2 meetiong, the S2-042850 clarifies that when the UE or MGCF receives the first 200 OK(for INVITE), the UE or MGCF just acknowledges the 200 OK and does not cancel other early dialogues. If the subsequent final 200 OK is received, the UE or MGCF shall acknowledge the dialogue and immediately send a BYE to drop the dialog. 
The above mentioned situations do not consider the case that user interaction is involved in the session establishment procedure. In this case, the user has reserved the resources and acknowledged the INVITE request. On reception of the ACK, the session is established. But immediately, the user will receive a BYE to delete this session, which will bring bad experience to the user.

So the UE or MGCF can also cancel the early dialogues before receive a subsequent 200 OK.
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	Clarified that the UE and MGCF can also cancel early dialogues before a subsequent 200 OK is received.
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4.2.7.3
Support for forked requests

UE and MGCF shall be ready to receive responses generated due to a forked request and behave according to the procedures specified in [12] and in this section.

The UE and MGCF may accept or reject early dialogues from different terminations as described in [12], for example if the UE is only capable of supporting a limited number of simultaneous dialogs.

Upon the reception of a first final 200 OK (for INVITE), the UE or MGCF shall acknowledge the 200 OK. In addition the UE or MGCF may require updating the allocated resources according to the resources needed. In case the UE or MGCF receives a subsequent 200 OK, the UE or MGCF shall acknowledge the dialogue and immediately send a BYE to drop the dialog. Before UE or MGCF receives a subsequent 200 OK, the UE or MGCF should be able to cancel the early dialogue. 
The UE and MGCF may include preferences according to “draft-ietf-sip-callerprefs-10” [42], in INVITE's, indicating that proxies should not fork the INVITE request. The S-CSCF and AS should follow the preferences, if included in the INVITE request. On the terminating side, UE and MGCF shall be able to receive, as specified in [12], several requests for the same dialog that were forked by a previous SIP entity.

Application Servers and MRFCs shall be capable to handle forked requests according to the procedures specified in [12].
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