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1. Discussion

UICC-less cases in case of GPRS access have been left FFS to some extent. This contribution proposes solutions to the open issues. 

2. Proposed changes

It is proposed to change the following chapters on TR23.867:

***************************** BEGIN 1st CHANGE ******

6.2

General Packet Radio Service (GPRS) for UICC case

Editor's note: This clause contains only the UICC based scenarios.
***************************** BEGIN 2nd CHANGE ******

6.3
General Packet Radio Service (GPRS) for UICC-less case

6.3.1 GPRS Attach Function
The following procedure is valid if IMEI is used instead of the IMSI to identify the calling subscriber.
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Figure 6.17: PDP Context Activation Procedure in the UICC-less case

1)
In A/Gb mode, the MS initiates the attach procedure by the transmission of an Attach Request (IMEI, Classmark, Attach Type , DRX Parameters) message to the SGSN. IMEI shall be included, as the MS does not have a valid IMSI or P‑TMSI available. Classmark contains the MS's GPRS multislot capabilities and supported GPRS ciphering algorithms in addition to the existing classmark parameters defined in GSM 04.08. Attach Type indicates which type of attach is to be performed, i.e. GPRS attach only. DRX Parameters indicates whether the MS uses discontinuous reception or not. If the MS uses discontinuous reception, then DRX Parameters also indicate when the MS is in a non-sleep mode able to receive paging requests and channel assignments.

For Iu mode, the MS initiates the attach procedure by the transmission of an Attach Request (IMEI, Core Network Classmark, Attach Type, Follow On Request, DRX Parameters) message to the SGSN. IMEI shall be included, as the MS does not have a valid P‑TMSI available. Core Network Classmark is described in clause "MS Network Capability". The MS shall set "Follow On Request Pending" as it has  pending uplink traffic (PDP context activation towards emergency APN). The SGSN shall use the follow on request pending indication to  keep the Iu connection after the completion of the GPRS Attach procedure. Attach Type indicates which type of attach is to be performed, i.e. GPRS attach only. DRX Parameters indicates whether or not the MS uses discontinuous reception and the DRX cycle length.

2)
The equipment checking functions are defined in the clause "Identity Check Procedures". Equipment checking is optional.

3)
The SGSN selects Radio Priority SMS, and sends an Attach Accept (P‑TMSI, P‑TMSI Signature, Radio Priority SMS) message to the MS.

4)
The MS acknowledges the received P-TMSI by returning an Attach Complete message to the SGSN. At any time after receiving Attach Complete, SGSN may initiate LCS procedure (i.e PS-NI-LR). A simulated IMSI or IMEI is used to identify the target UE.
5)
The MS sends an Activate PDP Context Request (NSAPI, TI, PDP Type, PDP Address, Access Point Name, QoS Requested, PDP Configuration Options) message to the SGSN. The MS shall use PDP Address to indicate whether it requires the use of a static PDP address or whether it requires the use of a dynamic PDP address. The MS shall leave PDP Address empty to request a dynamic PDP address. The MS shall use the globally dedicated emergency Access Point Name to indicate emergency access to the PS domain. PDP context activation towards any other APN other than emergency APN is not allowed after UICC-less Attach. Access Point Name is a logical name referring to the packet data network and/or to a service that the subscriber wishes to connect to. QoS Requested indicates the desired QoS profile. PDP Configuration Options may be used to transfer optional PDP parameters and/or request to the GGSN (see GSM 29.060 [26] and 24.229 [75]). PDP Configuration Options is sent transparently through the SGSN. The MS shall use the globally dedicated emergency Access Point Name.
6)
In A/Gb mode and if BSS trace is activated, the SGSN shall send an Invoke Trace (Trace Reference, Trace Type, Trigger Id, OMC Identity) message to the BSS. Trace Reference, and Trace Type are copied from the trace information received from the HLR or OMC.

7)
The SGSN validates the Activate PDP Context Request using PDP Type (optional), PDP Address (optional), and Access Point Name provided by the MS and the PDP context subscription records. The validation criteria, the APN selection criteria, and the mapping from APN to a GGSN are described in annex A.

If no GGSN address can be derived or if the SGSN has determined that the Activate PDP Context Request is not valid according to the rules described in annex A, the SGSN rejects the PDP context activation request.

If a GGSN address can be derived, the SGSN creates a TEID for the requested PDP context. If the MS requests a dynamic address, the SGSN lets a GGSN allocate the dynamic address. The SGSN may restrict the requested QoS attributes given its capabilities and the current load.

The SGSN sends a Create PDP Context Request (PDP Type, PDP Address, Access Point Name, QoS Negotiated, TEID, NSAPI, MSISDN, Selection Mode, Charging Characteristics, Trace Reference, Trace Type, Trigger Id, OMC Identity, PDP Configuration Options) message to the affected GGSN. Access Point Name shall be the APN Network Identifier of the APN selected according to the procedure described in Annex A. PDP Address shall be empty if a dynamic address is requested. The GGSN may use Access Point Name to find a packet data network and optionally to activate a service for this APN. Selection Mode indicates whether a subscribed APN was selected, or whether a non-subscribed APN sent by an MS or a non-subscribed APN chosen by the SGSN was selected. Selection Mode is set according to non-subscribed APN. The GGSN may use Selection Mode when deciding whether to accept or reject the PDP context activation. For example, if an APN requires subscription, the GGSN is configured to accept only the PDP context activation that requests a subscribed APN as indicated by the SGSN with Selection Mode. The dedicated emergency APN does not require any subscription. Charging Characteristics indicates which kind of charging the PDP context is liable for. The charging characteristics on the GPRS subscription and individually subscribed APNs as well as the way the SGSN handles Charging Characteristics and chooses to send them or not to the GGSN is defined in 3GPP TS 32.215 [70]. The SGSN shall include Trace Reference, Trace Type, Trigger Id, and OMC Identity if GGSN trace is activated. The SGSN shall copy Trace Reference, Trace Type, and OMC Identity from the trace information received from the HLR or OMC.

The GGSN creates a new entry in its PDP context table and generates a Charging Id. The new entry allows the GGSN to route PDP PDUs between the SGSN and the packet data network, and to start charging. The way the GGSN handles Charging Characteristics that it may have received from the SGSN is defined in 3GPP TS 32.215 [70]. The GGSN may restrict QoS Negotiated given its capabilities and the current load. The GGSN then returns a Create PDP Context Response (TEID, PDP Address, PDP Configuration Options, QoS Negotiated, Charging Id, Prohibit Payload Compression, Cause) message to the SGSN. The Prohibit Payload Compression indicates that the SGSN should negotiate no data compression for this PDP context.  PDP Address is included if the GGSN allocated a PDP address. If the GGSN has been configured by the operator to use External PDN Address Allocation for the requested APN, PDP Address shall be set to 0.0.0.0, indicating that the PDP address shall be negotiated by the MS with the external PDN after completion of the PDP Context Activation procedure. The GGSN shall relay, modify and monitor these negotiations as long as the PDP context is in ACTIVE state, and use the GGSN-Initiated PDP Context Modification procedure to transfer the currently used PDP address to the SGSN and the MS. PDP Configuration Options contain optional PDP parameters that the GGSN may transfer to the MS. These optional PDP parameters may be requested by the MS in the Activate PDP Context Request message, or may be sent unsolicited by the GGSN. PDP Configuration Options is sent transparently through the SGSN. The Create PDP Context messages are sent over the backbone network.

If QoS Negotiated received from the SGSN is incompatible with the PDP context being activated, the GGSN rejects the Create PDP Context Request message. The GGSN operator configures the compatible QoS profiles. 

8)
In Iu mode, RAB setup is done by the RAB Assignment procedure, see subclause "RAB Assignment Procedure".

9)
In Iu mode and if BSS trace is activated, the SGSN shall send an Invoke Trace (Trace Reference, Trace Type, Trigger Id, OMC Identity) message to the RAN. Trace Reference, and Trace Type are copied from the trace information received from the HLR or OMC.

10)
In A/Gb mode, BSS packet flow context procedures may be executed. These procedures are defined in clause "BSS Context".

11)
In case the QoS attributes have been downgraded in step 10 for A/Gb mode or in step 8 for Iu mode, the SGSN may inform the GGSN about the downgraded QoS attributes by sending an Update PDP Context Request to the affected GGSN. The GGSN confirms the new QoS attributes by sending an Update PDP Context Response to the SGSN.

12)
The SGSN inserts the NSAPI along with the GGSN address in its PDP context. If the MS has requested a dynamic address, the PDP address received from the GGSN is inserted in the PDP context. The SGSN selects Radio Priority and Packet Flow Id based on QoS Negotiated, and returns an Activate PDP Context Accept (PDP Type, PDP Address, TI, QoS Negotiated, Radio Priority, Packet Flow Id, PDP Configuration Options) message to the MS. PDP Configuration Options may be used to transfer optional PDP parameters to the UE (see GSM 29.060 [26] and 24.229 [75]). PDP Configuration Options is sent transparently through the SGSN. The SGSN is now able to route PDP PDUs between the GGSN and the MS, and to start charging.

6.3.2. GPRS Detach Function

MS making emergency call without UICC shall be detached after the emergency PDP contexts have been deactivated (i.e. once the emergency use is finished). An appropiate cause shall be sent to the MS.
6.3.3. Location Management Function

Location management procedures presented on Chapters 6.2.3, 6.2.4, 6.2.5 and 6.2.6 are applicable also for UICC-less case, with the following exceptions:

· Simulated IMSI or IMEI is used to identify the UE
· Security functions shall not be performed
· HLR dialog shall not be performed if IMEI is used for identification
· Camel procedures shall not be performed

· Combined RA/LA update procedure shall not be performed (only periodic updating and RA updating shall be used for Update Type)
· MS shall keep the Iu connection up after the RAU (by setting Follow on Request Pending) as it has an emergency session ongoing that requires a signalling connection
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