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**** First modified section ****

6.2.1
WLAN UE

A WLAN UE is the User Equipment using a UICC card utilized by a 3GPP subscriber to access the WLAN AN for 3GPP interworking purpose. The WLAN UE may be capable of WLAN access only, or it may be capable of both WLAN and 3GPP radio access. Some WLAN UE's may be capable of simultaneous access to both WLAN and 3GPP radio access. A WLAN UE may include terminal types whose configuration (e.g. interface to a UICC), operation and software environment are not under the exclusive control of the 3GPP system operator, such as a laptop computer or PDA with a WLAN card, UICC card reader and suitable software applications.

The WLAN UE functions include:

-
Associating to an I-WLAN.

-
WLAN access authentication based on EAP methods.

-
Selection of a suitable VPLMN in the roaming case.

-
Building an appropriate NAI.

-
Obtain a local IP address. If the WLAN UE is intended for use with WLAN ANs supporting IPv4 only as well as with WLAN ANs supporting IPv6 only, it shall be equipped with a dual IP stack.

For WLAN 3GPP IP Access enabled WLAN UE:

-
Building an appropriate W-APN to be used for External IP network selection.

-
Request the resolution of a W-APN to a PDG address.

-
If IPv4 and IPv6 addresses are returned during the resolution process, the WLAN UE shall select the address that has the same format as its own local IP address (IPv4 or IPv6).

-
Establish a secure tunnel to a PDG.

-
Obtain a remote IP address.

-
Accessing services provided in the operators PS domain.

-
Allowing users to select the type of network access, i.e. WLAN 3GPP IP Access or WLAN Direct IP Access.
6.2.1.1
WLAN UE Configuration
A WLAN UE is composed of TE, MT and UICC as shown in the Figure 6.2c. The TE shall contact the MT via protected local interface (e.g. Bluetooth, IrDa, RS232, USB, etc.) at any authentication or re-authentication process. 
If an authentication and authorization with external network (e.g. corporate network, etc.) is required TE configures the authentication and authorization information (e.g. User ID and password) and performs the subsequent authentication and authorization after successful authentication and authorization with 3GPP AAA server.
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Figure 6.2c: WLAN UE Configuration
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