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1. Overall Description:

In the stage 2 23.228 one requirement for S-CSCF reassignment is found as follows:

“5.1.2.3
Re-assignment of a Serving CSCF

Re-assignment of a S CSCF shall be possible in the following cases:

-
The S CSCF that was previously assigned is unavailable during registration.

-
In the initial registration, when the S CSCF has been allocated for the unregistered user.”
To fulfil above requirements, in the stage 3 TS 29.228 it is indicated that the HSS will send both S-CSCF name and S-CSCF capability parameter as a feedback to I-CSCF in the User Registration Status query procedure when the User is in the “Unregistered State” (i.e. registered as a consequence of a terminating call or there is an S-CSCF keeping the user profile stored) and the HSS assumes that the re-assignment of a new S-CSCF may be necessary. The relative texts can be found as follows from 29.228:

6.1.1.1
Detailed behaviour

……………………
“If it is unregistered (i.e. registered as a consequence of a terminating call or there is an S-CSCF keeping the user profile stored) and User-Authorization-Type is equal to DE-REGISTRATION, Result-Code shall be set to DIAMETER_SUCCESS. If the User-Authorization-Type is equal to REGISTRATION, then:

-
If the selection of a new S-CSCF is not necessary, the HSS shall return the stored S-CSCF name and the Experimental-Result-Code set to DIAMETER_SUBSEQUENT_REGISTRATION. The HSS shall not return any S-CSCF capabilities.

-
Otherwise, the HSS shall return the name of the S-CSCF assigned to the unregistered Public User Identity, the S-CSCF capabilities and the Experimental-Result-Code set to DIAMETER_SERVER_SELECTION. Considering the information received from the HSS, the I-CSCF shall determine whether or not it has to select a new S-CSCF.

”
Triggered by Nokia’s contribution (C4-051624 in CT4#29), in which it proposes to make HSS return only the stored S-CSCF name when the User is in the Un-registered state thus eliminating the possibility for a reassignment of S-CSCF, people in CT4 discussed the issue and had different views, therefore would appreciate SA2’s clarification on the following question:

· In which case does HSS know that a reassignment of S-CSCF is possibly necessary so as to send both S-CSCF name and capability when the user is in the unregistered state? 

· Note that some CT4 delegates have referenced texts in 5.1.2.1 of 23.228 as a proof that Operator preference on a per-user basis is a valid case in which HSS knows that a reassignment of S-CSCF is necessary. So CT4 would also like SA2 to clarify whether the operator preference is a valid case as to the question in above bullet.
2. Actions:

To SA2
ACTION:
CT4 kindly asks SA2 to clarify the questions addressed in this LS.
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