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1 Introduction

This paper proposes the call flow for adding IMS session to existing voice call.
2 Discussion
This figure describes the call flow for adding IMS session (e.g. for MSRP) to existing voice call of IMS origination and CSI termination (Note: the voice call setup of IMS origination and CSI termination is described in section xxx). 
Note that the procedure below is simplified for clarity, e.g. some entities are omitted, but the normal IMS procedure for IMS/CS interworking procedure shall be applied.
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Figure X. Call flow for adding IMS session to existing voice call
The procedure is as follows:
1. The UE 2 initiates a request for adding the MSRP to the existing voice call by sending the INVITE message towards the UE 1.
2. The S-CSCF 2 of the originating network sends the INVITE message for the MSRP to the S-CSCF 1 of the terminating network.

3. The S-CSCF 1 of the terminating network sends INVITE message to the CSI AS. It is FFS how and when the CSI AS is invoked.
4. The CSI AS notices that the received message is the request for adding the MSRP to the existing voice call.
5. The CSI AS sends the INVITE message for the MSRP to the S-CSCF 1.

6. The S-CSCF 1 sends the INVITE message for the MSRP to the UE 1
7. The UE 1 responds to the INVITE message with the 200OK message.
8. The S-CSCF 1 sends the 200OK message to the CSI AS.

9. The CSI AS sends the 200OK message to the S-CSCF 1.

10. The S-CSCF1 sends the 200OK message to the S-CSCF 2 of the originating network.

11. The S-CSCF 2 of the originating network sends the 200OK message to the UE 2.

12. Finally, the user plane for the MSRP is created. Note that the MSRP media could go through the CSI AS.
3 Conclusion
Thus, we propose to insert the above text to the TR23.819.
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