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1. Introduction
During the SA2 # 53 meeting, the following editor’s note was added:

Editor’s note: It is FFS on how to indicate the change of access network type to IMS due to cell reselection. 

After further consideration, this editor’s note is not valid for REL 7 VCC because of the following reasons:

1. REL 7 VCC is about WLAN and 3GPP CS cellular. Cell reselection does not apply for WLAN to 3GPP PS radio. 
2. In REL 7, when UE is switching from WLAN to 3GPP PS radio, it must re-register to IMS because the contact address is changed. Therefore VCC application has up-to-date information about the access network type".
3. If UE is attached to 3GPP PS radio, the cell reselection from 3G PS to 2G PS is not relevant for this phase of VCC. This issue is relevant for so called “single radio VCC case” and should be left for that study.

2. Proposal
########### First Change ##########
4.3
Domain Selection

For determining which domain shall be selected to terminate the voice call the domain selection function shall be able to use the following:

-
The state of the UE in the circuit switched domain. This state information shall include: Detached, Attached.

-
The UE capability to support the full duplex speech component of IMS multimedia telephony.

-
The state of the UE in the IMS. The state information shall include: Registered, Deregistered.

-
The last known access network type of the IP-CAN when the UE is IMS registered.

-
User preferences and/or operator policy.
-
The domain used by an existing call anchored at the VCC application.
-
The media components included in the incoming IMS multimedia telephony.

In case that the call delivery attempt fails in the selected domain, according to operator policy, the domain selection function in VCC application may re-attempt the call setup to the other domain and ensure the reattempt is performed only once, to avoid call looping.

Failure of a call delivery attempt is considered for the present clause to be any call delivery that does not result in successful establishment. This may include: -

· The UE did not respond to the call establishment request.

NOTE: Call forwarding is the CS domain invoked as part of a call delivery attempt is not considered an attempt failure.

########### End of Change ##########
3. Conclusion

Discuss and agree with the proposal above.
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