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1. Overall Description:

Questions occurred during discussions in the SA 2 VCC Ad Hoc concerning Call Barring.  
Call Barring can be considered to be both the Supplementary Service of Call Barring (Subscriber Determined Barring or SDB) which can be made available to subscribers, and/or the Operator Determined Barring (ODB) which is a common method for controlling subscribers in the network.
During discussions, the group realized is while SDB is covered by requirements in Stage 1 specifications (TS 22.101), the same is not true of ODB.  At this time, we cannot identify any Stage 1 requirements which would require ODB to be available for a VCC subscriber.  This leads to our first question:
Question 1: Is ODB to be provided via VCC in Release 7?

Delegates in the VCC Ad Hoc realize the importance of ODB to the management of the existing CS network, and realize that ODB may be needed for VCC in Release 7.   Assuming the answer to Question 1 is yes, the group had further questions:

Question 2: If ODB is to be provided, is the same ODB value to be used between both IMS and CS domains?

It would be possible to use the ODB values defined in the CS domain to also restrict the IMS domain.  An international call may not be allowed in either domain, for instance.  However, it is also possible that an operator may wish for the ODB values to be able to differ.  For example, a subscriber is not allowed to make international calls if the CS domain is used for that call, but a subscriber is allowed to make international calls if the call is made via IMS).  Different values would also impact VCC, since it would be assumed that a call allowed only in one domain or the other would not be allowed to transfer domain to the other.  
This leads to a third question:

Question 3: If the ODB values are not to be the same, would IMS be given a different ODB value?

If the ODB values can be different, then even the content of the ODB values could be different, and more values applicable to IMS could be specified. However, VCC may need to restrict the values used in Release 7 to the existing values in order to meet exist deadlines. 
2. Actions:

To TSG SA WG1.

ACTION: 
SA2 kindly asks SA1 to provide answers back to the above questions. 

3. Date of Next TSG CT WG4 Meetings:

SA2 #55
23rd August – 28th October, Busan, Korea

SA2 #56
15th October – 19th January, 2007, Europe

