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7.3.3
PCRF initiated IP-CAN Session termination
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Figure 7.4: PCRF initiated IP-CAN Session Termination

1. Optionally either the SPR provides service or subscriber information respectively to the PCRF

Editor’s NoteNOTE: 
Optionally, without any interaction, a triggeran internal event in the PCRF may cause the PCRF to determine that the IP-CAN session has to be terminated.

2. The PCRF detects that IP-CAN Session termination is requireddecides that the IP-CAN session has to be terminated.

3. The PCRF requests the PCEF to terminate the IP-CAN session.

4. The GW(PCEF) sends a request to remove the IP-CAN bearer. For IP-CAN with multiple IP-CAN bearers this applies for each IP-CAN bearer associated to this IP-CAN session.

5. The GW(PCEF) receives the response for the IP-CAN bearer removal.

6. The PCEF removes all the PCC Rules associated with the IP-CAN session.

7. The PCEF indicates that the IP-CAN session is terminated.

8. The PCRF notifies the AF that there are no transmission resourceds for the service if this is requested by the AF.

9. The AF acknowledges the notification on the loss of transmission resources

10. If online charging is applicable, the GW issues final reports and returns the remaining credit to the OCS

11. If online charging is applicable the OCS acknowledges the credit report

12. The PCRF sends a cancellation notification request to the SPR if it has subscribed such notification.

13. The SPR sends a response to the PCRF.
*** End of changes ***
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