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******** Start of first change ********

4.5
Mobility related concepts

The following procedures are supported by an UE when accessing IMS:

-
Connect to the IP-CAN and acquire the necessary IP address, which includes, or is followed by, the P‑CSCF discovery procedure;
-
Register to the IM subsystem as defined by the IMS registration procedures;

-
If an UE explicitly deactivates the IP-CAN bearer that is being used for IMS signalling, it shall first de-register from the IMS (while there is no IMS session in progress);

-
If an UE explicitly deactivates the IP-CAN bearer that is being used for IMS signalling while an IMS session is in progress, the UE must first release the session and de-register from the IMS and then deactivate the IP-CAN bearers;

-
If an UE acquires a new IP address e.g. by changing the IP address according to TS 23.221 [7], the UE shall re- register in the IMS by executing the IMS registration;

-
In order to be able to deliver an incoming IMS session, the IP-CAN bearer that is being used for IMS signalling need to remain active as long as the UE is registered in the IM CN subsystem;
-
If a UE has multiple simultaneous registrations and it decides to transfer an ongoing IMS session from one registered contact address to another registered contact address, then it may explicitly request a dedicated AS, which is anchored in the session path and identified with a PSI, to transfer the session from one access to another. 
    ******** End of first change ********
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