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Start of first change
3.1
Definitions

Refer to TS 23.002 [1] for the definitions of some terms used in this document.

For the purposes of the present document the following additional definitions apply.

IP-Connectivity Access Network: refers to the collection of network entities and interfaces that provides the underlying IP transport connectivity between the UE and the IMS entities. An example of an "IP-Connectivity Access Network" is GPRS.

Subscriber: A Subscriber is an entity (comprising one or more users) that is engaged in a Subscription with a service provider. The subscriber is allowed to subscribe and unsubscribe services, to register a user or a list of user authorised to enjoy these services, and also to set the limits relative to the use that users make of these services.
NAT-PT/NAPT-PT: NAT-PT uses a pool of globally unique IPv4 addresses for assignment to IPv6 nodes on a dynamic basis as sessions are initiated across the IP version boundaries. NAT-PT binds addresses in IPv6 network with addresses in IPv4 network and vice versa to provide transparent routing between the two IP domain without requiring any changes to end points, like the UE. NAT-PT needs to track the sessions it supports and mandates that inbound and outbound data for a specific session traverse the same NAT-PT router.
NAPT-PT provides additional translation of transport identifier (e.g., TCP and UDP port numbers, ICMP query identifiers). This allows the transport identifiers of a number of IPv6 hosts to be multiplexed into the transport identifiers of a single assigned IPv4 address. See RFC 2766 [33] for more details.
ALG: Application Level Gateway (ALG) is an application specific functional entity that allows an IPv6 node to communicate with an IPv4 node and vice versa when certain applications carry network addresses in the payloads like SIP/SDP. NA(P)T-PT is application unaware whereas ALGs are application specific translation entities that allow a host running an application to communicate transparently with another host running the same application but in a different IP version. See RFC 2663 [34] for more details.
For IMS, an IMS ALG provides the necessary application function for SIP/SDP protocols in order to communicate between IPv6 and IPv4 SIP applications.
Transport address: A unique identifier of transport-layer address, i.e. a combination of a network address, protocol identifier and port number. For example an IP address and a UDP port.

IMS application: An IMS application is an application that uses an IMS communication service(s) in order to provide a specific service to the end-user. An IMS application utilises the IMS communication service(s) as they are specified without extending the definition of the IMS communication service(s).

IMS application reference: An IMS application reference is the means by which an IMS communication service identifies an IMS application.

IMS communication service: An IMS communication service is a type of communication defined by a service definition that specifies the rules and procedures and allowed medias for a specific type of communication and that utilises the IMS enablers.

IMS communication service identifier: An IMS communication service identifier uniquely identifies the IMS communication service associated with the particular IMS request.

IMS enabler: An IMS enabler is a set of IMS procedures that fulfils specific function. An IMS enabler may be used in conjunction with other IMS enablers in order to provide an IMS communication service.

Instance identifier: An identifier, that uniquely identifies a specific UE amongst all other UEs registered with the same public user identity.

Local Number Portability (LNP): The ability for a subscriber to change subscription network within the same country while retaining their original DN(s). Additional regulatory constraints apply in North America for a subscriber to be able to change subscription between networks within an FCC regulated geographical area.
Local Service Number: A local service number is a telephone number in non international format.  A local service number is used to access a service that may be located in the home network of the user (home local service number) or the roamed network of the user (geo-local service number).
Geo-local service number: A local service number that is used to access a service in the roamed network (a local service where the subscriber is located).

Home local service number: A local service number is used to access a service that is located in the home network of the user.

STUN: Simple Traversal of UDP Through NAT (STUN), provides a toolkit of functions. These functions allow entities behind a NAT to learn the address bindings allocated by the NAT, to keep those bindings open, and communicate with other STUN-aware devices to validate connectivity. See draft-ietf-behave-rfc3489bis-04 [47] for further details.

STUN Relay: Is a usage of STUN, that allows a client to request an address on the STUN server itself, so that the STUN server acts as a relay. See draft-ietf-behave-turn-01 [46] for further details.

STUN Keep-alive: Is a usage of STUN, to keep NAT bindings open.

Outbound: Managing Client Initiated Connections in the Session Initiation Protocol (Outbound) defines behaviors for User Agents, registrars and proxy servers that allow requests to be delivered on existing connections established by the User Agent. See draft-ietf-sip-outbound-04 [48] for further details.

End of first change
Start of second change

3.3
Abbreviations

For the purposes of the present document the following abbreviations apply. Additional applicable abbreviations can be found in GSM 01.04 [1].

AMR
Adaptive Multi-rate

API
Application Program Interface

AS
Application Server

BCSM
Basic Call State Model

BG
Border Gateway

BGCF
Breakout Gateway Control Function

BS
Bearer Service

CAMEL
Customised Application Mobile Enhanced Logic

CAP
Camel Application Part

CDR
Charging Data Record

CN
Core Network

CS
Circuit Switched

CSCF
Call Session Control Function

CSE
CAMEL Service Environment

DHCP
Dynamic Host Configuration Protocol

DNS
Domain Name System

ENUM
E.164 Number

GGSN
Gateway GPRS Support Node
GLMS
Group and List Management Server
GMLC
Gateway Mobile Location Centre

GRUU
Globally Routable User Agent URI

GUP
Generic User Profile

HSS
Home Subscriber Server

IBCF
Interconnection Border Control Function
I‑CSCF
Interrogating‑CSCF
IETF
Internet Engineering Task Force

IM
IP Multimedia

IMS
IP Multimedia Core Network Subsystem

IMS ALG
IMS Application Level Gateway

IMSI
International Mobile Subscriber Identifier

IP
Internet Protocol

IPv4
Internet Protocol version 4

IPv6
Internet Protocol version 6

IP-CAN
IP-Connectivity Access Network

ISDN
Integrated Services Digital Network

ISIM
IMS SIM

ISP
Internet Service Provider

ISUP
ISDN User Part

IWF
Interworking Function
LNP
Local Number Portability
MAP
Mobile Application Part

MGCF
Media Gateway Control Function

MGF
Media Gateway Function

NAI
Network Access Identifier

NA(P)T-PT
Network Address (Port-Multiplexing) Translation-Protocol Translation

OSA
Open Services Architecture

P‑CSCF
Proxy‑CSCF
PCC
Policy and Charging Control

PCEF
Policy and Charging Enforcement Function

PCRF
Policy and Charging Rules Function
PDN
Packet Data Network

PDP
Packet Data Protocol e.g., IP

PLMN
Public Land Mobile Network

PSI
Public Service Identity

PSTN
Public Switched Telephone Network

QoS
Quality of Service

RAB
Radio Access Bearer

RFC
Request for Comments

SCS
Service Capability Server

S‑CSCF
Serving‑CSCF
SDP
Session Description Protocol

SGSN
Serving GPRS Support Node

SLF
Subscription Locator Function

SSF
Service Switching Function

SS7
Signalling System 7

SIM
Subscriber Identity Module

SIP
Session Initiation Protocol

SGW
Signalling Gateway

TAS
Telephony Application Server

THIG
Topology Hiding Inter-network Gateway

TrGW
Transition Gateway

UE
User Equipment

UMTS
Universal Mobile Telecommunications System

URL
Universal Resource Locator

USIM
UMTS SIM
End of second change
Start of third change
5.xx
Support of Local Number Portability

5.xx.1
Local Number Portability

Local Number Portability (LNP) allows a user to retain their E.164 number when changing subscriptions from one network operator to another. As such, LNP applies to TEL URIs and SIP URI with user=phone parameters. LNP is subject to regional requirements and is accomplished through the retrieval of ported data from regional data bases. The specification of these data bases is out of scope of this document, but the LNP data may be accessed through ENUM/DNS or accessed via existing  (PSTN- and CS-domain) LNP databases using the legacy PSTN/CS-domain protocols, such as TCAP. 
Support of LNP within a network and the exact means to make the local number portability data available to IMS, is subject to and configured per operator policy. LNP is not mandated by this specification on any network operator. 

As configured by operator policy,  IMS ENUM interfaces may be updated to support handling of the PSTN ENUM service (see RFC 4769), which can provide a URI containing an E.164 number with LNP routing information and LNP dip indicators. The IMS entity receiving LNP information as result of an ENUM/DNS query, the S-CSCF 
as an example, will need to support, or not remove, LNP protocol parameters retrieved as part of ENUM/DNS procedures contained in this specification. Subsequent network elements used to process the call to the PSTN should not remove the LNP protocol parameters inserted in SIP messaging as part of the LNP data retrieval procedure. 
LNP data may also be made available by means of direct access to PSTN/CS-domain LNP Databases using the legacy PSTN/CS-Domain interfaces and protocols. To support this interface within the network, the requesting and subsequent network elements will need to support, or not remove, LNP protocol parameters within SIP messages that result from the LNP data retrieval procedures. The procedures to retrieve the LNP data using the legacy PSTN/CS-domain interfaces are out of scope of this specification.
Alternatively, the BGCF may retrieve LNP data per operator policy as part of procedures to select an MGCF for PSTN connection. The interface used at the BGCF to retrieve the LNP data is out of scope of this specification. 
Alternatively, per operator policy the MGCF may support legacy interfaces to retrieve number portability data. 
NOTE: Although legacy protocols are used to access the number portability database, this does not imply that the IMS nodes (CSCFs, BGCFs) need to implement such protocols. 
End of third change

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





