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ONE TUNNEL DRAFTING GROUP REPORT
SUMMARY

The drafting group request SA2 plenary to approve following documents

	Tdoc
	Title
	Comment

	S2-070956
	23.060 CR0583r5 Direct Tunnel functionality – RNC failure
	This will replace S2-070613 (CR0583r4) that was agreed in SA2#56 

	S2-070954
	New 23.060 CR Direct Tunnel functionality – GTP-U error indication handling in RNC
	CR number need to be allocated

	S2-070957
	LS to RAN3 “Direct Tunnel specific error handling in RNC is not required”
	Not reviewed by drafting group




DOCUMENTS HANDLED BY THE DRAFTING GROUP
	Tdoc
	Source
	Title
	Discussion

	 General documents

	S2-070950
	Drafting group chair
	Draft agenda
	approved

	S2-070955
	Drafting group chair
	One Tunnel drafting group report
	This document

	 Documents related on  Direct Tunnel specific error handling in RNC

	S2-070689
	Huawei, CATT
	Discussion on the need of DTI flag in RNC
	NOTED

	S2-070690
	Huawei, CATT
	GGSN Failure for Direct Tunnel Solution
	NOTED

	S2-070770
	Nortel
	Avoid DTI flag in RNC
	WITHDRAWN

	S2-070796
	Nokia
	Reconsider the need of direct tunnel specific error handling in RNC
	NOTED 

Principle was agreed see draft 23.060 CR in S2-070953

	 Documents related to GGSN behaviour in case of RNC-error

	S2-070744
	ZTE, Ericsson
	Discussion on fallback tunnel
	Further discussions needed to better understand all the implications of this solution.

NOTED

	S2-070839
	Ericsson, ZTE Corporation
	Simplified DT recovery
	NOTED

	S2-070951
	Huawei
	RNC failure-editorial correction
	NOTED

Principle approved, agreed to revise 23.060 CR0583r4 (S2-070613) to capture this modification see S2-070952.

	Other documents

	S2-070840
	Ericsson
	DT behaviour in GGSN
	Agreed to do clarification in 29.060 only to solve the described problem.
NOTED

	Revisions 

	S2-070952
	
	23.060 CR0583r5 Direct Tunnel functionality – RNC failure
	Revised to S2-070956

	S2-070953
	
	New 23.060 CR Direct Tunnel functionality – GTP-U error indication handling in RNC
	Revised to S2-070954

	S2-070954
	
	Revision of  S2-070953
	Agreed to be presented for SA2 plenary for approval.
Huawei raised concerns that the change of RNC behaviour will possibly increase the signalling load on SGSN in two tunnel error situations.

	S2-070956
	
	Revision of S2-070952
	Agreed to be presented for SA2 plenary for approval.



	S2-070957
	
	LS to inform RAN3 DTI specific error handling is not required
	Not reviewed by drafting group

To be presented for SA2 plenary for approval.




Document numbers allocated for One Tunnel drafting but not used S2-070958…960
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