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1. Overall Description:

SA2 would like to thank CT1 for the LS regarding identifying Alias Identities.
Considering the Alias Public User Identities shall have the same behaviour in the network everywhere, they shall have the same service profile and have the same service configuration for each and every service. As the Service Profile does not include information about service configuration, it can not be assured whether Public User Identities just having the same service profile are Alias Identities. As in the following figure,
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both Public User Identity 3 and Public User Identity 4 are related to Service Profile 3 and belong to the same implicit registration set, but it can not be said that they are aliases for they may have different service configuration for same services.
SA2 recognized that the existing specification has not clearly identified that issue. So that an explicit description that alias public user identities shall have same service profile and same service configuration has been added. It Also the requirement that UE need to be aware of alias identities has been removed because there is no use case where this information is needed.
Therefore SA2 would like to clarify that the aliases information shall be explicitly stored on HSS. Operator can notify HSS that information by O&M procedure. The S-CSCF shall get the alias information through Cx interface. The AS shall get the alias information through Sh interface. The AS shall configure the service information of the Public User Identities according to the alias information, i.e. if Public User Identities are indicated as an alias group, they shall have the same service configuration for each and every service.
2. Actions:

To CT1  group.

ACTION: 
SA2 would like to inform CT1 to take above consideration into account and hope this will clarify the concern from CT1.
To CT4  group.

ACTION: 
SA2 kindly asks CT4 to initiate the work on provisioning the alias information in the HSS and to the AS and the S-CSCF.
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