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1. Overall Description:

The enclosed LS on 3GPP SAE&LTE Workplan from TSG SA has brought to RAN WG2’s attention that SA WG2 needs more information about what RAN WG2 has identified as dependencies on SA WG2 with respect to E-UTRAN Identities and Intra E-UTRAN mobility in Idle. 

Regarding E-UTRAN Identities and Intra E-UTRAN mobility in Idle, RAN2 is indicating a dependency on SA2. However SA2 consider that no further work is required by SA2 for RAN2 to progress. RAN2 should clarify to SA2 what further work is expected (if any) on those topics.

The LS was discussed at the RAN WG2 meeting #55 and RAN WG2 would like to inform SA WG2 that RAN WG2 has identified the following dependencies on SA WG2 with respect to E-UTRAN Identities and Intra E-UTRAN mobility in Idle:

1. Tracking Area (TA) identities: The length and number of TA identities in each cell, and, if applicable, the selection of the TA for a UE among the different TA identities in a cell. This is needed for the mobility concept and for system information.

2. UE identities: Length and usage of IMEI, IMSI, P-TMSI. It seems that for these identities most companies/people believe the LTE usage should be the same as in UMTS. However, this needs to be stated firmly from SA2 to be the case. RAN2 has not received this information yet.

3. MME id: Is this contained in P-TMSI as in UMTS today?

4. PLMN identities. Length and, more importantly, the maximum number of PLMN identities in case of shared networks.
RAN WG2’s current assumptions about SAE&LTE identities are summarized in Section 8 of the enclosed Draft E-UTRAN Stage 2 TS.
2. Actions:

To SA WG2 group.

ACTION: 
RAN WG2 kindly asks SA WG2 to consider the dependencies identified above, take account of RAN WG2’s current assumptions about SAE&LTE identities and support RAN WG2 in the identified areas by providing RAN WG2 with the necessary information to enable RAN WG2 to comply with the proposed workplan.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #56
6 – 10 November 2006
Riga, Latvia.

TSG-RAN WG2 Meeting #56bis
15 – 19 January 2007
tbd

