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1. Overall Description
TSG SA WG2 likes to thank TSG RAN for their LS (RP-070268/S2-071677) on “Removal of limitation of SRNC identity”.
SA2 has discussed the solution described in R3-070280 and the potential issues raised in RP-070131 and G2-070094/S2-071988 from SA2 point of view and concluded following.
The RNC-id is used in the target Identification part of a Forward Relocation Request message at IRAT PS HO A/Gb mode -> Iu mode and at SRNS Relocation. How to handle these situations should be addressed by a final solution.

In general SA2 also found that any change of the SRNC identity needs to be general and be equally applicable to all types of RNC's (small, large, PS domain only, CS & PS domain, etc).  Any constraints or limitations that may be introduced as part of a solution have to be clearly documented in the specifications (such as limitations in the number of handovers that can be performed during a certain time or limitation in number of cells served by an RNC, needs to be addressed).

Further SA2 recommend that once TSG RAN selected the solution to be developed, appropriate affected WGs are informed (e.g. SA2, GERAN, CT4, etc) to ensure overall system is consistent and there are no adverse side affects. SA5 should be informed to check if the specifications related to O&M functions require clarification.
2. Actions
To TSG RAN and RAN3:
TSG SA WG2 kindly asks TSG RAN and WG RAN3 to take the above information into account.
3. Dates of Next SA2 Meetings:

3GPP SA2 #58: June 25-29, 2007 - Orlando, USA
3GPP SA2 #59: August 27-31 
   - Helsinki, Finland

