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1
Discussion

During the SA2#57 meeting it has been agreed that the solution in the “Architecture without VMSC enhancements” clause (6.3.2) is recommended to support non-ICS UEs. Within clause 6.3.2, Table 6.3.2.1.6-1 indicates that for some supplementary services (Communication Deflection, Call Wait, Communication Hold, Conference, Explicit Communication Transfer) control in IMS is not possible.
It has been also said that, as an alternative, those services may be provided by CS domain: in such a case it is required a configuration in the HLR component of the HSS for appropriate service execution at the VMSC. The HLR configuration that enables the execution of Call Deflection, Call Wait, Call Hold, Multiparty, Explicit Call Transfer in the CS domain should be used only when the ICS subscriber is using a non-ICS UE, in order to avoid conflicts with the corresponding services provided by IMS.
2
Proposal/Recommendation

It is proposed to add the following text into the TR 23.892.
*** Begin new text*** 
6.3.2.1.6
User configuration of Supplementary Services

Service data management and control of user configuration of services data is provided by the IMS for services controlled in IMS and by the CS domain for services controlled in CS domain

Table 6.3.2.1.6-1 below provides recommendation for serving domain for the services discussed in this clause:

Table 6.3.2.1.6-1: Service set for non ICS UE with CS network agnostic solution
	Service Capability
	Serving Domain

	Supplementary Services

	Originating Identification Presentation 
	IMS2

	Originating Identification Restriction 
	IMS2

	Terminating Identification Presentation 
	IMS2

	Terminating Identification Restriction 
	IMS2

	Communication Diversion  (CFU, CFNL)
	IMS

	Communication Diversion (CFNR, CFB)
	IMS 2

	Communication Deflection 
	CS or n.a.1

	Call Wait
	CS or n.a.1

	Communication Hold
	CS or n.a.1

	Communication Barring
	IMS

	Conference 
	CS or n.a.1

	Explicit Communication Transfer 
	CS or n.a.1

	

	Service Continuity 

	Basic Service Continuity
	IMS3

	Service Continuity on non mid call services
	IMS3

	Service Continuity with mid call services
	n.a.

	

	Other capabilities

	Call Independent Supplementary Services Operations
	IMS/CS4

	1 
Control in IMS of this service is not possible. As an alternative, this service may be provided by CS domain: in such a case a configuration in the HLR component of the HSS for appropriate service execution at the VMSC is required.
2 
Exclusive control in IMS of this service is not possible, some support from the CS domain may be required.

3 
Applicable to non ICS UEs capable of VCC.

4 
Service data management provided by the IMS for services controlled in IMS and by CS domain (if services are provided) for services controlled in CS domain.


The HLR configuration that enables the execution of Call Deflection, Call Wait, Call Hold, Multiparty, Explicit Call Transfer in the CS domain should be used only when the ICS subscriber is using a non-ICS UE, in order to avoid conflicts with the corresponding services provided by IMS.

Editor’s Note: How to trigger the use of the appropriate HLR configuration is to be investigated.
*** End new text***
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