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Introduction

Section 6.6.2.2.4 of TR 23.892 documents procedures for termination without the use of ICCC. It is Nortel’s opinion that this optimization is fine for I1-cs, but we do not see any benefits of I1-ps over I1-cs when using this optimization as using this optimization rules out the richer service scenarios otherwise enabled by the I1-ps such as the service scenarios in Annex A ICS Service examples with I1-ps. We recommend inserting an editor’s note to capture the use of this procedure for I1-ps as an item for further study.  

Recommendation/Proposal

It is proposed to change/add the following text to TR 23.892:
*** Begin change ****
6.6.2.2.4 
Calls established using CS bearers without use of ICCC

The figure 6.6.2.2.4-1 provides an example for setup of terminating sessions towards a legacy UE or if ICCC is not required, e.g. for provisioning the caller ID.
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Figure 6.6.2.2.4-1: ICS UE termination using CS bearers without use of ICCC
1
An incoming SIP INVITE is received at the S-CSCF of the B party.
2
The S-CSCF forwards the INVITE to the ICCF.
3
The ICCF fetches a number such as MSRN if a media connection is not already established to UE-B.

Editor’s note: The type of number to be used and how the number is allocated is FFS.

4
The ICCF sends an INVITE (tel URI = MSRN) to the S-CSCF.

5
The Request URI has been modified, the S-CSCF skips further service execution and routes the call towards the CS domain.

6
The MGCF sends an IAM to the VMSC.

7
VMSC sends SETUP to UE-B.

8
UE-B responds with a CONNECT message.

9
VMSC responds with ANM towards the IMS.

10
MGCF sends the 200 OK to the S-CSCF.

11
S-CSCF forwards the 200 OK to the ICCF.

12
The ICCF sends a 200 OK as response to the INVITE in step 2 towards the S-CSCF.

13
S-CSCF forwards the 200 OK towards the A party.

Editor’s Note: The use of this procedure for I1-ps is FFS.
*** End change ***
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