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Abstract of the contribution:

This contribution proposes a correction of the Roaming Architecture for, Home Routed Traffic in TS 23.402.

Introduction
In TS 23.402, the Roaming Architecture for non-3GPP Accesses, Home Routed scenario in Figure 4.2.2-1 shows the following reference points for PCC:

S9: between hPCRF and vPCRF

S7: between vPCRF and the SSAE-GW.

Moreover, the existence of a vPCRF is shown in this figure. 
Issue # 1:

It is to be noted that the use of these reference points and the use of a vPCRF are still under debate. There is no consensus to include these in the architecture yet.  

Issue # 2:

The title of the Figure 4.2.2.-1 says “Roaming Architecture for non-3GPP Accesses, Home Routed”. However the title of the section 4.2.2 only says “Roaming Architecture”, no mention of non-3GPP Access. The Figure indeed shows HPLMN and VPLMN split with 3GPP access network in the VPLMN. So, the figure title should be corrected to reflect roaming architecture in general, not just non-3GPP Access for Home Routed Traffic. 
Proposal

The following is proposed to be added to the TR 23.402:

**** Start of 1st set of changes ****

4.2.2
Roaming Architecture


[image: image2]
Figure 4.2.2-1. Roaming Architecture for Home Routed Traffic
Editor’s note: impacts from Direct Tunnel architecture need to be considered in the architecture diagrams.
Editor’s note:  the Roaming architecture for the Visited Services scenario and bearer traffic local breakout for the Home Services scenario needs to be included in this specification. 
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