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1.
Introduction

It is proposed to add the following section into the MMSC TR 23.xyz to cover the scenario of PS-PS continuity in conjunction with PS-CS continuity.
******** Start of changes ********
x
Multimedia Session Continuity Scenarios
x.y
PS-PS session continuity in conjunction with PS-CS continuity
x.y.1
General Description
The PS-PS session continuity in conjunction with PS-CS continuity refers to a particular case of multimedia session continuity in which a session with media on both the CS domain and the PS domain is transferred to an access network supporting only packet switched (PS) communications, or vice versa. The transfer of the session is required due to user’s movement from one access network (source) to another access network (target). The typical characteristic of this case is that one access network supports real-time media (usually voice) only on the CS domain (e.g. GERAN or UTRAN) whereas the other access network supports both real-time media and non-real-time media on PS bearers (e.g. E-UTRAN, WiMAX, or WLAN). To maintain a high-quality of user experience, the session is transferred to and continued on the target access network as seamlessly as possible.
An example of PS-PS session continuity in conjunction with PS-CS continuity is illustrated in figure x1. UE-1 has established a session with voice and data components towards UE-2 over a non-3GPP access network that supports IMS Multimedia Telephony (WLAN). Later, UE-1 moves to a GERAN or UTRAN access network, which supports voice only on CS bearers. Its ongoing multimedia session is transferred to and continued on GERAN or UTRAN by splitting the media into two legs: one for voice carried over the CS domain and one for the data carried over the IMS/PS domain.
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Figure x.1: An example of continuity scenario involving PS-PS session continuity in conjunction with PS-CS continuity.
******** End of changes ********



















































