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1. Abstract
The CAMEL messages are missing from the Call origination procedures described in section 6.9.1. The contribution adds the CAMEL-specific messages to the call flow in section 6.9.1.
2. Proposal

************ Start of 1st change *************

6.9
CAMEL redirection of CS call to IMS

6.9.1
Call origination using CAMEL redirection of CS call to IMS

For non-ICS UE and as an option for each of the above ICCC solutions, initial call origination can be implemented using CAMEL triggers to re-route the first ICS call towards the ICCF. Figure 6.9.1-1 provides an example flow for a call made by an ICS UE A to the other end B using CAMEL to redirect the CS calls to IMS, with AS approach of RUA of ICCF implementation.




Figure 6.9.1-1: ICS origination: CAMEL Redirection to IMS
1
ICS UE A initiates a call to user B. The ICS UE initiates standard CS procedures for establishing a CS originated call.

2-4
Standard VMSC procedure for CS origination. CAMEL origination triggers are used at the VMSC to reroute the call to RUA of ICCF by retrieving an IMRN which is allocated as part of the CAMEL origination trigger processing as described in TS 23.206 section 6.2.2.2.
Editor’s Note 1:
How Line ID services (e.g., temp OIR) are executed when using CS call control for initial session setup is FFS.

Editor’s Note 2:
The relationship and inter-working with VCC is FFS.
Editor’s Note 3:
The relationship between gsmSCF and ICCF is FFS.

5
Standard MGCF procedure for PSTN origination.

6
Standard CSCF procedure for PSI termination.

7
The RUA of the ICCF invokes a B2BUA, terminating the UE Leg and the other originating the RUA Leg for presentation of IMS session toward other end B on behalf of ICS UE A.

8
Standard IMS originated session processing at the CSCF.

Editor’s Note 3:
If subsequent call/service control uses SIP via I1-ps, both parties must be able to establish the PS session control signalling in the call setup phase and in middle of the voice call when the service needs to be invoked. How to associate the existing CS bearer with the subsequent control signalling sent via I1-ps is FFS.
************ End of 1st change *************
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