Page 1



3GPP SA 2 Meeting #63 
(
S2-081470
Athens, Greece, 18-22/2/2008
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	23.401
	CR
	171
	(

rev
	-
	(

Current version:
	8.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Periodic TA update description

	
	

	Source to WG:
(

	Vodafone

	Source to TSG:
(

	SA 2

	
	

	Work item code:
(

	SAES
	
	Date: (

	08/02/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(
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4.3.5
Mobility management functions

4.3.5.1
General

The mobility management functions are used to keep track of the current location of a UE.

4.3.5.2
Tracking and Reachability Management for UE in ECM-IDLE state
Tracking and Reachability Management comprises the functions to trace the location of a UE in ECM-IDLE state. The location of a UE in ECM-IDLE state is known by the network on a Tracking Area List granularity. A UE in ECM-IDLE state is paged in all cells of the Tracking Areas in which it is currently registered. The UE may be registered in multiple Tracking Areas. 
A UE performs periodic Tracking Area Updates with the network. If the UE is out of LTE-coverage (including the cases when the UE is camped on 2G/3G cells) when its periodic update timer expires, the the UE should contact the MME when it next returns to LTE coverage. The UE shall not change RAT merely because the periodic TAU timer has expired. The UE’s periodic TAU timer is restarted from its initial value whenever the UE enters ECM-IDLE mode. UMTS RRC state transitions and 2G GPRS STANBY/READY state transitions shall have no impact on the periodic TAU timer.

Typically, the MME runs a timer with a similar value to the UE’s periodic TAU timer. If this timer expires in the MME, the MME can deduce that the UE is ‘out of coverage’ at that moment. However, the MME does not know for how long the UE has been out of coverage, so, the MME shall not immediately delete the UE’s bearers. Instead the MME should start a second timer, with a relatively large value. If this second timer expires before the UE contacts the network, then the MME can deduce that the UE has been ‘out of coverage’ for a long period of time, and, provided that in the case of Idle Mode Signalling Reduction, the SGSN agrees, it is then safe for the network to delete the UE’s bearers. While this second timer is running in the MME, the MME need not page the mobile in LTE coverage. 
Note: 
alternative MME implementations are permitted, however, the externally visible MME behaviour should conform to the above description.
4.3.5.3
Inter-eNodeB mobility anchor function

The Inter-eNodeB Mobility Anchor is the functional entity that anchors the user plane for E-UTRAN mobility.
4.3.5.4
Inter-3GPP mobility anchor function

The Inter-3GPP Mobility Anchor is the functional entity that anchors the user plane for mobility between 3GPP 2G/3G access systems and the E-UTRA access system.
4.3.5.5
Idle mode signalling reduction function

The Idle mode Signalling Reduction function provides a mechanism to limit signalling during inter-RAT cell-reselection in idle mode (ECM-IDLE, PMM-IDLE, GPRS STANDBY states).
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