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Abstract of the contribution: This paper provides text for Section 4.2 Basic Assumptions of TS 23.237 IMS Service Continuity. 
Proposal/Recommendation:

Add the following text in TS 23.237IMS Service Continuity. 
*** begin new text ***
4.1 Architecture Assumptions
4.1.x PS-CS Service Continuity
The following assumptions apply for PS-CS service continuity:

1.
Functions of IMS Centralized Services and IMS Service Continuity are collocated in a single 
application server in this release. Not all functions are always required.
2.
IMS Centralized Services specifies functions and procedures for use of CS bearer for the media of the 
IMS sessions. 
3.
For networks supporting the Gm and/or the I1 reference points of ICS, see 3GPP TS 23.292 [x], the Gm 
and/or the I1 reference point are used for communication of required information if needed for 
enablement of PS-CS service continuity of IMS multi-media sessions. 

4.
For networks not supporting the Gm or the I1 reference points of ICS, PS-CS service continuity is only 
possible when the UE is active in a single speech or speech/video session i.e. support of Session 
Transfers with more than one sessions or with non voice media is not provided.  
5.
When using the CS bearer for the media of the IMS session(s), multiple sessions can exist, but only one 
active session can be transferred over the CS bearer; one or more inactive sessions can be transferred.
6.
PS-CS service continuity with UE-based conferencing is not specified in this release.

*** end new text  ***
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